tyco

Electronics AMP-DUAC Connectors AP
Vertical Header Assemblies
2, 4 and 6 Position, ki el oY 175
with and without Pegs and e b T
with and without Drain '|' s :;;ﬂm
L
HOIes J; Lt [RE-_Ediis] I;.::“":L]
[114
Material and Finish i
Housing— Nylon b S0 e 1
UL 94V-2, Natural Golor base” T L asa
UL 94V-0, White color [ e 2]

Contacts—0.25 [.010] thick copper
alloy

Related Product Data

Mate with—Receptacle housings
(page 2).

Technical Documents— Page 1

Recommended PC Board Layout

Number PCB Drain . Part Number
of Pegs Holes Plating P
Positions UL 94V-2, Natural UL 94V-0, White

N N Tin/Lead 794664-2 794668-2
N N 30 Gold 794665-2 794669-2
Y N Tin/Lead 794662-2 794666-2
Y N 30 Gold 794663-2 794667-2

2 N Y Tin/Lead 794349-1 794543-1
N Y 30 Gold 794349-2 794543-2
Y Y Tin/Lead 794302-1 794540-1
Y Y 30 Gold 794302-2 794540-2
Y N Tin/Lead 794662-4 794666-4
Y N 30 Gold 794663-4 794667-4
N N Tin/Lead 794664-4 794668-4
N N 30 Gold 794665-4 794669-4

4 Y Y Tin/Lead 794303-1 794466-1
Y Y 30 Gold 794303-2 794466-2
N Y Tin/Lead 794350-1 794484-1
N Y 30 Gold 794350-2 794484-2
Y Y Tin/Lead 794304-1 7944671
Y Y 30 Gold 794304-2 794467-2
N Y Tin/Lead 794351-1 794485-1
N Y 30 Gold 794351-2 794485-2

6 Y N Tin/Lead 794662-6 794666-6
Y N 30 Gold 794663-6 794667-6
N N Tin/Lead 794664-6 794668-6
N N 30 Gold 794665-6 794669-6
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tyco

Electronics AMP-DUAC Connectors AP
Vertical Header Assemblies (Continued)
8 and 10 Position,
with and without Pegs and
with and without Drain
Holes
Material and Finish =t
Housing—Nylon oL i e W L2
UL 94V-2, Natural color a7 LA L Rl I it
UL 94V-0, White color |
Contacts—0.25 [.010] thick copper Lm
alloy L-E:;*-W T
FET A
- [ 7 2o

Related Product Data

Mate with—Receptacle housings
(page 2).

Technical Documents— Page 1

Recommended PC Board Layout

Number PCB Drain . Part Number
of Pegs Holes Plating .
Positions UL 94V-2, Natural UL 94V-0, White
Y N Tin/Lead 794662-8 794666-8
Y N 30 Gold 794663-8 794667-8
N N Tin/Lead 794664-8 794668-8
N N 30 Gold 794665-8 794669-8
8 Y Y Tin/Lead 794305-1 794468-1
Y Y 30 Gold 794305-2 794468-2
N Y Tin/Lead 794352-1 794486-1
N Y 30 Gold 794352-2 794486-2
Y N Tin/Lead 1-794662-0 1-794666-0
Y N 30 Gold 1-794663-0 1-794667-0
N N Tin/Lead 1-794664-0 1-794668-0
N N 30 Gold 1-794665-0 1-794669-0
10 Y % Tin/Lead 7943061 7944691
Y Y 30 Gold 794306-2 794469-2
N Y Tin/Lead 794353-1 794487-1
N Y 30 Gold 794353-2 794487-2
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tyco

Electronics AMP-DUAC Connectors AP
Vertical Header Assemblies (Continued)
12 Position, TawD o
with and without Pegs and pETEAi]
with and without Drain
Holes
e
LTy e 1.0
Material and Finish [AFsi) [ L
Housing—Nylon | TR
UL 94V-2, Natural color LR
UL 94V-0, White color oA
Contacts—0.25 [.010] thick copper TR A i wird 5.0 Wi
alloy Ao 2oy [T

Related Product Data

Mate with—Receptacle housings
(page 2).

Technical Documents— Page 1

Recommended PC Board Layout

Nu;}ber FF,’é:ng 3;?;2 Plating Part Number .
Positions UL 94V-2, Natural UL 94V-0, White
Y N Tin/Lead 1-794662-2 1-794666-2
Y N 30 Gold 1-794663-2 1-794667-2
N N Tin/Lead 1-794664-2 1-794668-2
N N 30 Gold 1-794665-2 1-794669-2
12 Y Y Tin/Lead 794307-1 7944701
Y Y 30 Gold 794307-2 794470-2
N Y Tin/Lead 794354-1 794488-1
N Y 30 Gold 794354-2 794488-2
14 Position,
with and without Pegs and
with and without Drain
Holes [f; o
o7 ueliel o
Material and Finish LS I s e [ P
Housing—Nylon ]
UL 94V-2, Natural color ]
UL 94V-0, White color L wi ‘f
Contacts—0.25 [.010] thick copper [ T Lo
alloy - [Ammdimn]

Related Product Data

Mate with—Receptacle housings
(page 2).

Technical Documents— Page 1

Recommended PC Board Layout

Number PCB Drain . Part Number
of Pegs Holes Plating .
Positions UL 94V-2, Natural UL 94V-0, White
Y N Tin/Lead 1-794662-4 1-794666-4
Y N 30 Gold 1-794663-4 1-794667-4
N N Tin/Lead 1-794664-4 1-794668-4
N N 30 Gold 1-794665-4 1-794669-4
14 Y Y Tin/Lead 794308-1 7944531
Y Y 30 Gold 794308-2 794453-2
N Y Tin/Lead 794355-1 794489-1
N Y 30 Gold 794355-2 794489-2
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tyco

Electronics AMP-DUAC Connectors AP
Vertical Header Assemblies (Continued)
16 Position, 7.5 WS ﬂ;ﬁd_
with and without Pegs and RETE b
with and without Drain
L =T ]
Holes .=
A A -—:f‘;nu.—-
Material and Finish b= '
Housing—Nylon
UL 94V-2, Natural color
UL 94V-0, White color oy X,
Contacts—0.25 [.010] thick copper - “-.;:;] Lty

alloy

Related Product Data

Mate with—Receptacle housings
(page 2).

Technical Documents— Page 1

Recommended PC Board Layout

Number . Part Number
of £ PEn pang
Positions 9 UL 94V-2, Natural UL 94V-0, White

Y N Tin/Lead 1-794662-6 1-794666-6

Y N 30 Gold 1-794663-6 1-794667-6

N N Tin/Lead 1-794664-6 1-794668-6

N N 30 Gold 1-794665-6 1-794669-6

16 Y Y Tin/Lead 794309-1 7944291

Y Y 30 Gold 794309-2 794429-2

N Y Tin/Lead 794356-1 794490-1

N Y 30 Gold 794356-2 794490-2
18 Position, ¥ = .

. . T
with and without Pegs and
with and without Drain
Holes
. .. o7 i E
Material and Finish pEsE ] “-“"11:4
Housing— Nylon TR L il :
UL 94V-2, Natural color d
UL 94V-0, White color $
Glfmacts—().25 .010] thick copper L,;,':;'m T
alloy i o
- .-[-1 L | [T o=

Related Product Data
Mate with—Receptacle housings
(page 2).

Technical Documents— Page 1

Recommended PC Board Layout

Number PCB Drain . Part Number
of Pegs Holes Plating .
Positions UL 94V-2, Natural UL 94V-0, White
Y N Tin/Lead 1-794662-8 1-794666-8
Y N 30 Gold 1-794663-8 1-794667-8
N N Tin/Lead 1-794664-8 1-794668-8
N N 30 Gold 1-794665-8 1-794669-8
18 Y Y Tin/Lead 794310-1 794454-1
Y Y 30 Gold 794310-2 794454-2
N Y Tin/Lead 794357-1 794491-1
N Y 30 Gold 794357-2 794491-2

Dimensions are in millimeters
and inches unless otherwise
specified. Values in brackets
are U.S. equivalents.
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tyco

Electronics AMP-DUAC Connectors AP
Vertical Header Assemblies (Continued)
iti T b ¥ ]
20 Position, i T e o
with and without Pegs and
with and without Drain s
o7 ueliel l
Holes o ;ﬁ;ltml H.B]Z;
(114 H (I3
Material and Finish "y
Housing— Nylon I .k 1
UL 94V-2, Natural color " phiimyin
UL 94V-0, White color pimd LT - L e g wind
Contacts—0.25 [.010] thick copper LA LiN] [24T L
alloy
Recommended PC Board Layout
Related Product Data
Mate with—Receptacle housings
(page 2).
Technical Documents— Page 1
Number : Part Number
PCB Drain .
Posiions Pegs Holes Plating UL 94V-2, Natural UL 94V-0, White
Y N Tin/Lead 2-794662-0 2-794666-0
Y N 30 Gold 2-794663-0 2-794667-0
N N Tin/Lead 2-794664-0 2-794668-0
N N 30 Gold 2-794665-0 2-794669-0
20 Y Y Tin/lLead 794311-1 7944551
Y Y 30 Gold 794311-2 794455-2
N Y Tin/Lead 794358-1 794492-1
N Y 30 Gold 794358-2 794492-2
High Temperature Headers Number PCB Drain ) Part Number
IR Reflow compatible, UL 94V-0, Pos s Pegs Holes Plating UL 94V-0, Black
Black color 20 N N Tin/Lead 794415-1
N N 30 Gold 794415-2
22 Position, Eﬂfﬂ . -&.-:-:Fﬂ
with and without Pegs and ~ ° ! o=
with and without Drain
47 1.4
Holes fyikogiod pana) -
T 1 40
114 = (T3 Sk —
Material and Finish ] i
Housing— Nylon ;ﬁpt P T
UL 94V-2, Natural color iz 45 :ﬁ_j
H L
UL 94V-0, White color AT £ I [ R o _T
Contacts—0.25 [.010] thick copper $ i [Asmdied] [AT E0H]
alloy
_r Recommended PC Board Layout
T T T I T T T T i
Ll Typ-.
Relale_d Product Data _ pm Tl [495]
Mate with—Receptacle housings A
(page 2). 0.1
Technical Documents— Page 1 Number PCB Draim Part Number
of Plating
Positions Pegs Holes UL 94V-2, Natural UL 94V-0, White
Y N Tin/Lead 2-794662-2 2-794666-2
Y N 30 Gold 2-794663-2 2-794667-2
N N Tin/Lead 2-794664-2 2-794668-2
N N 30 Gold 2-794665-2 2-794669-2
22 Y Y Tin/Lead 794312-1 794471-1
Y Y 30 Gold 794312-2 794471-2
N Y Tin/Lead 794359-1 794493-1
N Y 30 Gold 794359-2 794493-2
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tyco

Electronics AMP-DUAC Connectors ANiP
Vertical Header Assemblies (Continued)
24 Position, I“i.:f':i] ) 5 e )
with and without Pegs and p-=
with and without Drain
Holes PRI (11
£ JLETL '—nm:‘;
114 L L
. L. AT
Material and Finish B l l
Housing—Nylon tTe
UL 94V-2, Natural color A W
UL 94V-0, White color [ T 0] j
__ i FET 5 & maid
e?l?ol;/tacts 0.25 [.010] thick copper — 1oty [ ToH ]
Recommended PC Board Layout
Related Product Data v
Mate with—Receptacle housings
(page 2).
Technical Documents— Page 1 Number PCB Drain ) Part Number
of Peds Holes Plating
Positions 9 UL 94V-2, Natural UL 94V-0, White
Y N Tin/Lead 2-794662-4 2-794666-4
Y N 30 Gold 2-794663-4 2-794667-4
N N Tin/Lead 2-794664-4 2-794668-4
N N 30 Gold 2-794665-4 2-794669-4
24 Y Y Tin/Lead 794313-1 7944721
Y Y 30 Gold 794313-2 794472-2
N Y Tin/Lead 794360-1 794494-1
N Y 30 Gold 794360-2 794494-2
Right-Angle Header Assemblies
. 12.80
2-24 Position, with Pegs 96 3.2520.05 [-504]
and without Drain Holes [:378) [-1282.002] .—
1.40:0.05
[.06+.002] 4
—
; int 1.067 f
Material and Finish e seRel| Loz St == A
Housing— Nylon 040 |i— [-150] 410.0 ]
UL 94V-2, Natural color 3.20 [.016] B = [.394]
UL 94V-0, White color 12674 \ T | e i
Contacts—0.25 [.010] thick copper MLM 64 | 13.5:0.5
aIon [.252] 5502010 [.14+.02]
. 4.2+0.1[.165x0.004] Typ. [ '22:064]
Non-Cumulative T
Related Product Data -
Mate with—Receptacle housings 5.50:0: -O—@- .
( aqe 2) [2'1 7£0.004] Recommended Mounting Hole Pattern
page 2). - ) 730:0.08 For 1.78 [.070] Max. Thick PC Board
Technical Documents— Page 1 ( L ) [287:0.003] (Component Side Shown)
6.4 N
[.252]
Number . Part Number
of PR Rmn pang
Positions 9 UL 94V-2, Natural UL 94V-0, White
2 Y N Tin/Lead 794507-1 794526-1
4 Y N Tin/Lead 794508-1 794527-1
6 Y N Tin/Lead 7944481 794528-1
8 Y N Tin/Lead 794509-1 794529-1
10 Y N Tin/Lead 794510-1 794530-1
12 Y N Tin/Lead 794511-1 794531-1
14 Y N Tin/Lead 794512-1 794532-1
16 Y N Tin/Lead 794513-1 794533-1
18 Y N Tin/Lead 7945141 794588-1
20 Y N Tin/Lead 7944491 794534-1
22 Y N Tin/Lead 794515-1 794589-1
24 Y N Tin/Lead 794516-1 794590-1
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