RJ45 SINGLE PORT 100/1000/2.5G/SG BASE-T MAGNETICS

ARIMI1

SERIES DESCRIPTION

21.30 x 15.90 x 13.60mm
21.30 x 15.90 x 13.80mm

MSL=1

RoHS/RoHS II Compliant

The ARJM11 series of RJ45 jacks with internal magnetics supports a wide range of configurations in 10/100Base-T, 1000Base-T,

2.5GBase-T and 5GBase-T applications. This series offers the ability to mix and match physical orientation of the tab, pin layouts,

EMI fingers, LED colors and plating options while providing PoE and PoE+ options for 10/100Base-T rates. All configurations in the
product series support paste in hole (PIH), a technology that allows through-hole components to be compatible with surface mount reflow
assembly processes. All devices are rated to 0°C to 70°C or -40°C to 85°C operating temperature range.

FEATURES

« 10/100Base-T, 1000Base-T, 2.5GBase-T or 5GBase-T
o Supports PoE and PoE+ (10/100Base-T)
o Compatible with surface mount with Paste in hole (PIH)

technology

o -40°C to 85°C or 0°C to 70°C operating temperature range
o Combinations of green, yellow, orange, and red LED

OPTIONS AND PART IDENTIFICATION

APPLICATIONS

o Internet of Things (Ethernet)
o [P cameras, surveillance, and phone

o Access points

o Industrial computers

» Network interface cards (NIC)
 Industrial process control

o Networking and communications

o Broadcast video

» Storage
o Set top box and video
« Power over Ethernet (PoE)

o Test and Measurement
o  Multifunction Printers (MFP)

*NRE may apply to some configurations.

ARIM11 (- -0 -0

JLIU

Packaging

Blank: Bulk

T: Tape&Reel

: G \deri
Mechanical Pin Layout Schematics Left LED color Right LED Operating Soldering Gold Plating
color Temperature Method
A: Tab down, w/ EMI Finger | 1: for Aand B | 100 Base-T: N: No LED N: No LED C:0~70°C | W: Wave 0: Gold Flash
B: Tab down, w/o EMI Finger |3:forAandB | 009, A: Green A: Green E:-40 ~85°C | R: Reflow | 1:3y”
C: Tab up, w/ EMI Finger 7: for C and D | 001, 007, 008, 010 Py B: Yellow 2: 6u”
- 100 Base-T & "
D: Tab up, w/o EMI Finger POE: C: Red C: Red 3:15u
104, 114, 116, 130 | D: Orange D: Orange 4: 30u”
*(Please See Machanical Section) 1000 Base-T: J: Green/Yellow | J: Green/Yellow 5:50u”
502, K: Green/Orange | K: Green/Orange

504, 516, 517, 559,
576, 577, 628, 634

L: Green/Red

L: Green/Red

2.5G Base-T:
805, 809

M: Red/Yellow

M: Red/Yellow

5G Base-T:

811

*(Please See Schematics Section)

Example Configurations

ARJMI11 A1-001 -AB-C W2

grade, 6p” Gold, Tray Packaging)

(Tab down, w/ EMI, 100Base-T, w/LED G/Y, commercial

ARJM11 D7-502-NN-ER 4-T

reflow soldering, 30pn” Gold, Tape & Reel)

(Tab up, w/o EMI, 1000Base-T, no LED, industrial grade,
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RJ45 SINGLE PORT 100/1000/2.5G/5G BASE-T MAGNETICS

ARJM11
21.30 x 15.90 x 13.60mm
21.30 x 15.90 x 13.80mm
MSL=1
STANDARD SPECIFICATIONS RoHS/RoHS II Compliant
Parameters Minimum Maximum
Turn Ratio (£3%) ICT:1CT 100kHz, 0.1V
350 100kHz, 0.1V, SmADC
Inductance 200 pH For 2.5G Base-T only
160 For 5G Base-T only
0.5 100kHz, 0.1V
Leakage Inductance 03 pH For 2.5G Base-T and
' 5G Base-T
DC Resistance 1.5 Q
Hipot 1mA Max
2250 VDC Complies with IEEE
802.3
Operating Temperature -40 +85 °C See options
Storage Temperature -40 +85 °C
100 Base-T
Insertion Loss -1.1 dB 0.5-100MHz
-18 0.5-30MHz
Return Loss -18+20log(f/30)* dB 30.1-60MHz
-12 60.1-80MHz
Crosstalk 3 dB 0.5-40MHz
-33-+20log(f/50)* 40.1-100MHz
CMRR -30 dB 0.5-100MHz
1000 Base-T
Insertion Loss -1.1 dB 0.5-100MHz
Return Loss -18 dB 0.5-40MHz
-12+20log(f/80)* 40.1-100MHz
Crosstalk -35 B 0.5-40MHz
-334+20log(f/50)* 40.1-100MHz
CMRR -30 dB 0.5-100MHz
2.5G Base-T
. -0.5 1-50MHz
Insertion Loss dB
-1.0 50-125MHz
Return Loss -20 B 1-40MHz
-20+15log(f/40)* 40-200MHz
Crosstalk -30 dB 25-125MHz
5G Base-T
-0.5 1-50MHz
Insertion Loss -1.0 dB 50-125MHz
-2.0 125-250MHz
Return Loss 20 |-4OMHz
-20+15log(f/40)* dB 40-250MHz
-30 1-125MHz
Crosstalk
-25 dB 125-250MHz
POE
Balanced DC line current 350 mA @57VDC continuous
500 @57VDC for 200ms
POE+
Balanced DC line current 600 mA @57VDC continuous
720 @57VDC for 200ms
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RJ45 SINGLE PORT 100/1000/2.5G/SG BASE-T MAGNETICS

MECHANICAL DIMENSIONS

21.30 x 15.90 x 13.60mm

21.30 x 15.90 x 13.80mm

MSL=1

RoHS/RoHS II Compliant

See addendum for additional PCB layout.
A: Tab down, w/ EMI Fingers

B: Tab down, w/o EMI Fingers

= <y
A A s o
L Ell!| ﬂ ) §§ ;g @ o %g g
2ls 3|55 s 3|53
15.90 [0.626 g|?| 21008 § ol R 15.90 [0.626 g 2xosa  §3 e
oo o 2l |83 o “ F HE
1 = Il o %|%|°
LEDL R THILL LEDL 11 -R TH
| 3.05 [0.120] 3.05[0.120]
' 6.35 [0.250) 6.35 [0.250]
8.89 [0.350] 8.89 [0.350]
4.06 [0.160] 4.06 [0.160]
10.75 [0.423] 10.75 [0.423]
Pin Layout = 1 (Tab down, Mechanical = A or B)
8 pins, no LED 8 pins, with LED
For 100 Base-T For 100 Base-T
. 0.620[15.75]
- - ‘ 8X $0.035 .
0.350[8.89] 8X ©0.03! (0.8 0.350[8.89 ]
089] o 0.050[ 1.27 |
/7 . -
0.050[ 1.27] - 2% B0.062 )
1.57
& b 2X (90.06; [1.57)
) B b b [1.57] 2X $0.128 \% : ,-
I I g [3'25} -.“‘.\‘- N 'EB ’
— %, R - N
G- ¢ QL @012 4X D 0.040 DT e T u
R ~ N [325] [1.02] =& @ -
0 wn n - < = A o
. ) o ~0 o] | o~
2 S| @ L _ 0.450[ 11.43] 0322[8.18] || L _J Q2 I
s 3] & 0.450[11.43] 3] g8
. o~ o — i - d
°l 3 35 0.620[15.75] _| 0.522[13.26] ol ol ol o
Pin Layout = 1 (Tab down, Mechanical = A or B) continued
10 pins, no LED 10 Pins, w/ LED
For 100&PoE/1000/2.5G/5G Base-T For 100&PoE/1000/2.5G/5G Base-T
0.450[ 11.43 P .620[ 15.75
10X 0,035 ‘ $0.035 0.620[15.75] o
[ 0.89 0.450[ 11.43 3
[0.89] 0.050[ 1.27] —— T
0062 N\ 0.050[ 1.27] 3
1.57] N\ SRR a
T Ta —(PE —(JP_T s @0.128 \ \+I +3 +5 *? ‘I-i? I
R |
2X D 0.062 _I,‘ ) "jl . A
1 | | [ A L |
WA N N [ = S i
2X $0.128 ‘ ' 3| 3| & i o e Y
o) ‘0 fos) - ~0 uwy uy
[3.25] 0.450[11.43] ? § § 0.322(8.18] L J E E E
‘ —| N ™ — ol ol o o
{ 0.450{ 11.43 | 2 4l g
o o o = = - pr E} i
0.620[15.75] 0.522[13.26] |
Contact Abracon for more custom configuration options.
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RJ45 SINGLE PORT 100/1000/2.5G/SG BASE-T MAGNETICS

MECHANICAL DIMENSIONS

21.30 x 15.90 x 13.60mm
21.30 x 15.90 x 13.80mm

MSL=1

RoHS/RoHS II Compliant

C: Tab up, w/ EMI Fingers

D: Tab up, w/o EMI Fingers

A0 =5 g g g
LEDL IZS lD.GZ;_l % E_ 21.3[0.839) gg EE weoy | 15.9 [0.626] | jf; 21.3 [0.839] gg g
e 53 “ENR 2
. S K NEHE e E: o 938
. N 1) .,/ ol T
VI § ‘ 3.05[0.120) 3.05[0.120]
i 6.35 [0.250] 6.35 [0.250]
_..'T— 8.89[0.350] 8.89 [0.350]
z 703 [0.080] 2.03 [0.080]
s 4.580.180) 4.580.180]
s 10.8 [0.425] 10.8 [0.425]
Pin Layout = 7 (Tab up, Mechanical = C or D)
8 Pins, no LED 8 Pins, w/ LED
For 100 Base-T For 100 Base-T
8X 30.035 _0.350(8.89] 0.450[11.43]
[089] ’- 0.050[1.27] TYP
‘ BX $0.035 0.350(8.89]
o 0.89] 0.050[1.27] TYP
2X $0.062 AR {#[
[1.57] 8%49;*495 2X $0.062 ;4 454
— oy N5 bk ;
‘a ! T I : [
2X $0.128 ;Jﬁj‘ ‘\—h ] 2X ‘2?0-'2]8 B} -Pt
T =l &3 o 3.25
" aas] 1T - i | Hi—
o, e 4% $0.040 L2 ! L4 i
R 8 8 [1.02] | 3 Bl 53 3
0.450[ 11.43 | 2K & R A I I
ol ol o 0.535[13.60] 3 gl 8l ]l 2
y — — o™
0.620[15.75] 0.620[15.75] sl sl sl 8l 8
10 Pins, no LED 10 Pins, w/ LED
For 100&PoE/1000/2.5G/5G Base-T For 100&PoE/1000/2.5G/5G Base-T
0.620(15.75] 0.620(15.75)
10X $0.035 %
10X @0.035 0-450l 11 -43J __0.39] ) 0.450[1 1.431 %
[0.89] 0.050[1.27] TYP _ oos0[127] B
2X P0.062 ‘ | °
[1.57] 4,4
2X $0.062 LAl
2002 I\ bbbt NERYS
j\% %%7’)5%% oX (0.128 ] !
"y 1
"\T\’ | | "H-‘:)’i[ _3-25] - - '\-I_ -
B S 1 L3
2X 0.128 f_%\— -\ T 4% 90040 lu | ou
[325] 7 [ [1.02] ‘ ol g
3 A & 9 2
0.450[ 11.43] 2 22 0450[11.43 || | 8| 8
' ~N 0 Ty ol o
Sl g 2 0.535[13.60)
Dimensions: mm|[inch] (Unless otherwise specified, all tolerances are +0.25[0.010])
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RJ45 SINGLE PORT 100/1000/2.5G/SG BASE-T MAGNETICS

21.30 x 15.90 x 13.60mm
21.30 x 15.90 x 13.80mm
MSL=1
SCHEMATICS RoHS/RoHS II Compliant
100 Base-T: 100 Base-T & PoE+:
009 (100 Base-T) 104 (100 Base-T & PoE+)
Chip side Cable side Chip side Cabie side
TCT 4% 1CTACT .
TD+ 1= “
TD- 2% L 2] | 7x-
RD+ 3+ 1CTACT zj RX+
ﬁhﬁn =
RCT 5+ RI6| |RX-
NULL 7 (RIT]
{Ry-8]
GND 8
Note: Note:
R1-R4=75 OHMS, Resistors. . .
¢ ] Balanced DC line current:
C1=2KV 1000pF, Capacitor. )
T 600 mA Max€57VDC Continuous
STELD 720 mA Max@57TVDC for 200 milliseconds
100 Base-T & PoE: 1000 Base-T:
114 (100 Base-T & PoE) 502 (1000 Base-T)
Chip side Cable side Chip side Cable side
CT 37 TRCT1 54—
0+ 1— TRD1+ 1 f;l TRP1+
o 2 TROH 2 L [Ri2] |TRe1-
TRD2+ 3 1CTACT R3] [TRP2+
5
TRD2- 4 RJB | [TRP2-
RD- 8 RO+ 7 fﬁgfl' L [RI4] [TRP3+
TRDZ § 1 [RU5] |TRP-
NULL 41— 1CT:1CT
TRD4+ 9 Hﬁ‘t L {RI7] |TRP4+
NULL 5-—— TRD4 10 HE M [Ri8] [TRP4-
NULL g—— Note: TRCT2 6+ Rt RTarmf Note:
R1-R4=75 OHMS, Resistors. R1-R4=75 OHMS, Resistars.
C1=2KV 1000pF, Capacitor. 7 C1=2KV 1000pF, Capacitor.
SHELD 777777 SHELD /77777717
2.5G Base-T:
805 (2.5G Base-T) 809 (2.5G Base-T)
Chip side Cabile side Chip side Cable side
vee ¢ TRCT 9
TET 1CTACT
TRO1+ 1 RJ-1] [TRP1+ TRD1+1 ﬂ RJ1 | TRP1+
TRD1- 2 rﬁi %t L 521 ltres. TRD1- 2 F? > E_ IE [L RJ2] | TRP1.
TRO2+ 3— Lol TRP2+ TRD2+ 3 Tt gl > R3] | TRP2+
TRO?. 4 N RIS | [TRP2 TRD2- 4 i _ A RJ—GI TRP2.
TRO3# St "“!’:' [ RI4] [TRP3+ TRD3+ 5 e TRP3+
TRO3- §——p— :-75_ ——1 RIS [TRP3 TRD3- 6— TRP3.
TRO4+ T A ‘Eﬂﬂ A :FLI 71 [TReas TRD4#+ 7— 1CTACT TRP4+
TROM- & L . -@ TRPS- TRD4- 8 = —3—3 @ TRP4-
6n0 10— iy . oND 10— Note
Rt nb A A R1-RA=T5 OHMS, Resistors. R1ER2ERD ER43 R1-R4=75 OHMS, Resistors.
c1-acl_.r1mp°.ﬂmdur ) C1=3KV 1000pF, Capacitor.
ek C2.C5=100V 100nF, Capacitor = C2-C5=100V 100nF, Capacitor.
T T
SHELD b SHEELD by
REVISED: 07.17.2017
. 1501 Hidden Creek Lane Spicewood TX 78751 ABRACON IS
ﬁ ABK ACON Phone: 949-546-8000 | Fax: 949-546-8001 1SO9001.2008
T — LLc For terms and conditions of sales visit: CERTIFIED
www.abracon.com




RJ45 SINGLE PORT 100/1000/2.5G/SG BASE-T MAGNETICS

21.30 x 15.90 x 13.60mm

21.30 x 15.90 x 13.80mm
MSL=1
SCHEMATICS RoHS/RoHS II Compliant
5G Base-T:
811 (5G Base-T)
Chip side Cable side
veC 9
TRD14+ 1 TRP1+
TRD1- 2 TRP1-
TRD2+ 3— TRP2+
TRD2- 4] TRP2-
MNote:
TRD3+ 5+ TRP3+ R1-R4=75 OHMS, Resistors.
. C1=2KV 1000pF, Capacitor.
TRD3- & TRP3- ~2.c5=100v 100nF, Capacitor.
TRD4+ 7—] TRP4+
TRD4- 8+ TRP4-
GND 10—

T
SHELD 77777777

Contact Abracon for more custom configuration options.

LED-L . .
p *Note: If two LED colors are selected for left (right) side, for the first color, L1(L3)
L1 ._[>f.'|_. L2 is anode and L2(L4) is cathode; for the second color, L1(L3) is cathode and L2(L4) is
anode.
For example, if J (Green/Yellow) is selected for left LED, L1 to L2 is Green; L2 to L1
LED-R is Yellow.
2
L3e—>—eL4
LED SPECIFICATION. @20mA Forward Current
Color Green Yellow Orange Red
Wavelength 565nm Typ 585nm Typ 605nm Typ 635nm Typ
Forward Voltage |2.2V Typ 2.1V Typ 2.1V Typ 1.8V Typ

WAVE SOLDERING PROFILE

280
260 — 265:3°C
240 Temperature Decrease: )
220 10°C/sec or more I =
200 —
O 180 -
E 160 —
£ wo-
[
g- 120 —
IE 100 —
80 —
60 -
40 —
20 40sec | 10+1sec
0
Time(sec)——
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RJ45 SINGLE PORT 100/1000/2.5G/SG BASE-T MAGNETICS

ARIMI1
21.30 x 15.90 x 13.60mm

21.30 x 15.90 x 13.80mm
MSL=1

REFLOW SOLDERING PROFILE RoHS/RoHS II Compliant

-]

Critical Zone

T, to TP

Temperature —»
-
L o
1
1
:
: l
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
:
1 bl
' ]
i 3
' k-]
1 C
i k-]
b A/
1
1
1
1
1

/

Ramp Down

ol

t 25°C to Peak >

1
| ¢————Preheat ————»!
E [}

25

A

Time ———

Description Temperature
T ~T
SMIN SMAX ~
| Preheat 150°C ~ 130°C 120 ~ 180 sec.
T
L ~
y Reflow 217°C 60 ~ 150 sec.
T
P
3 Peak heat 2450C 5 sec. MAX
PACKING: TRAY & TAPE AND REEL
Tray: 70pcs/reel, 700pcs/carton)
Tray Size: L.315.0 x W200.0 mm, Transparent PET
Tape & Reel (140pcs/reel, 700pcs/carton)
EMETY 8PCS Connectlor 140PCS EMPTY 8PCS 48.0+1.0
DI:IGDDUDDUI|I|DE|DDCIEhI:lCI"I:lI:IIDIDﬂGDEDDEDDEDDEII|DEDDEDDE:IDDGDDGDDIlIIDDGDDGDD
i I lln I |.||. Bl
Il i I i I =
:: i s i ::' Q
|| | I S
- ! " g »
ﬂUQQUDQ|.'.|ﬂlllllluUQDUODUL|.'.|U':'UU0'.'-‘l:|0|.'.|UQDUG‘Dﬂll_IlIOUG'UUGDUIDOUQQUQQUI!I!QUQQUBQE T
DIMENSIONS: mm DIMENSIONS: mm
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RJ45 SINGLE PORT 100/1000/2.5G/SG BASE-T MAGNETICS

ADDENDUM: ADDITIONAL SCHEMATICS

21.30 x 15.90 x 13.60mm
21.30 x 15.90 x 13.80mm

MSL=1
RoHS/RoHS II Compliant

100 Base-T:
001 (100 Base-T)

Chip side

TCT 2+— L, eTder

- =

; RX
RD* 4 1ETACT +
RD- ﬁ‘—ﬁ”
RCT 5+— R
NULLT ——
Note:
GND 8 R1-R4=T5 OHMS, Resistors.
C1=2KV 1000pF, Capacitor.
(3]
T
SHIELD
008 (100 Base-T)
Chip side Cable side
TCT 4+
X+
TD+1+
TD- 2 TX-
RX+
RD+3* )
RCT7 RX-
Note:
R1-R4=75 QHMS, Resistors.
C1=2KV 1000pF, Capacitor.

SHIELD

100 Base-T & PoE+:
116 (100 Base-T & PoE)

007 (100 Base-T)

010 (100 Base-T)
Chip side

Chip side Cable side
TCT 3
TX+
TD+ 1
TD- 2— TX-
RX+
RD+ 7—
RD- 8
RCT 6— RX-
NULL4—T
NULL 5~ Note:
R1-R4=75 OHMS, Resistors.
- C1=2KV 1000pF, Capacitor.
SHIELD /77777777

CT 3
TD+ 1—
TD- 2—

RD+ 71

RD- 8

NULL 4—
NULL 5
NULL §—

Note:
R1-R4=75 OHMS, Resistors.
C1=2KV 1000pF, Capacitor.

SHIELD 77

130 (100 Base-T & PoE)

e Solie e Chip side
CT8— 1CTACT
1eTeT TD+1
TD+6 — lEII X+
= ™2 '
TD- 7 ™- TCT3 1 crier
. ncrcr 73] |ree RD+ 4 - _ 1 |
= RD- §
RD-10~— [ [R8] |Rx-
VC+ T
VC+2 r1.RJ4 VC- 8
vC-3 RS Note: VC+9
RIT] | R1-R4=75 OHMS, Resistors. VC-10
¢z ey caf cs] Urfrs]| ciaw 1000pF, Capacitor.
Ll C2-C5=100V 22nF, Capacitor. C2r =C3
RIS R2S RIZ R4 Balanced DC line current Ri IR2
350 mA Max@57VDC Continuous T
s 500 mA Max@57VDC for 200 millseconds T
1 SHIELD 7rrry
SHIELD

Note:
R1-R2=75 OHMS, Resistors.
C1=2KV 1000pF, Capacitor
€2-C3=100V 100nF, Capacitor
Balanced DC line current
350 mA Max@57VDC Continuous
500 mA Max@57VDC for 200 milliseconds
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RJ45 SINGLE PORT 100/1000/2.5G/SG BASE-T MAGNETICS

21.30 x 15.90 x 13.60mm

21.30 x 15.90 x 13.80mm
MSL=1
ADDENDUM: ADDITIONAL SCHEMATICS RoHS/RoHS TT Compliant
1000 Base-T:
504 (1000 Base-T) 516 (1000 Base-T)
Chip side Cable sde Chip side Cable side
TRCT1 1 ——l
VeC 14
ACTACT
RS | L
TRD1- 3 - ch : ﬁ-i TRP1- TRD1- 3 i [RI-2] | TRP1-
TRD2+ 4 Hg_L Lo ] (RE3 ] | TRR2+ TRD2+ 4 e ] RI-3] | TRP2+
TRD2- 7 [ r1 ] IR.]-B TRP2- TRD2- 5 _hh =™ 1 @ TRES-
TRD3+ 5 HTe ] [RI-4] |TRP3+ eTieT
Hﬁ'l. b | J ] TRD3+ 6 RI4] [TRP3+
TRD3- 6§ [ M ] ] IR.]—S TRP3- TRD3- 7 _ﬂh k: @ TRP3-
TRD4+ 8 1CTACT 1 [RIT] | TRP4+ 1CT'1CT;] ] I
Lm_l ﬁ ] ] TRD4+ § _N_L L] ] ] 1 RI-T] | TRP4+
TRD4- 9 [ {RI-8 ] [TRP4- TRD4- 9 — (Ri8] [TRP4-
Note:
GND 10 UL R1.R4=75 OHMS, Resistors RifRZ >}’“ Note:
- : : GND 10 _ )
ol C1=2KV 1000pF, Capacitor. A 21;‘;‘&;’?&;":&3;‘5;?
SHIELD
SHIELD
517 (1000 Base-T) 559 (1000 Base-T)
Chip side Cable side Chip sde Cable side
TRCT1 5*—| TRCT1 10
TRD1+ 1 F‘il“‘“ . RJ1][TRP1+ TRD1+ 9 %“’“‘fl - [RiT] | TRP1+
TRDI- 2 [ = ] RJ-2] [ TRP1- TRD1- 8 : [RI2] | TRP1-
TRD2+ 3 F,"I“‘CT . ] RJ-3] | TRP2+ TRD2+ 7 %‘“’? 1] R3] | TRP2+
TRD2- 4+— §' L Ri6||TRP2- TRD2- 6+ a {RI6] | TRP2-
TRD3+ 7 _1,"”‘“ . RJ-4] | TRP3+ TRD3+ § %“’iﬁ w {RI4] | TRP3+
TRD3. 81— == J] m [R5 | TRP3- RO 4-— P [RI5) | TRP3-
TRD4+ 9 1CT1CT RI-7]| TRP4+ TRD4+ 3 "%‘Giﬁ 7] {RIT] | TRP4s
TRD4- 10 _[_,IE- RIB] | TRPA- \ o TRO4- 2 I {R18] | TRP4
TRCT2 6+ ReRARIRE R1-R4=75 OHMS, Resistors. GND 1 m 4"' Note:
11 C1=2KV 1000pF, Capacitor. o | 21' gﬁi g‘lqzanS,chss_tas.
Ct= T , Capacttor.
SHIELD 777t SHIELD

576 (1000 Base-T)

Chip sde Cable side
e —
7 — R3]
e
25 SR [Ra]
e s
=] — a {RT ]
S Suae=
VEL P2 Ll m*n‘s{m* -

GND PP R1-R4=75 CHMS, Resistors.

&3 C1=2KV 1000pF, Capacitor.

C2-C5=50V 10nF, Capacitor.

e AL Graund

REVISED: 07.17.2017

. 1501 Hidden Creek Lane Spicewood TX 78751 ABRACON IS

ﬁABRACON Phone: 949-546-8000 | Fax: 949-546-8001 1S09001-2008
T — LLC For terms and conditions of sales visit: CERTIFIED

www.abracon.com




RJ45 SINGLE PORT 100/1000/2.5G/SG BASE-T MAGNETICS

ADDENDUM: ADDITIONAL SCHEMATICS

21.30 x 15.90 x 13.60mm
21.30 x 15.90 x 13.80mm

MSL=1
RoHS/RoHS II Compliant

1000 Base-T (continued):
577 (1000 Base-T)

628 (1000 Base-T)

Chip side Cable side Chip side Cabla sida
TRCT 1
TRCT 107
TRD1+8 TRP1+ ———— %‘rcr " [RET ] | TRP1
TRD1- 9~ TRP1- TRM- 8 [ = [RI2] | TRP1-
TRD2+ 6+ TRP2+ TRO2+ 7 .R_ng L] ] (RE3 ] | TRP2+
=
TRD2- 7+ TRP2- TROZ & (Ri8] | TRe2.
. TRD3+ 5~ L — R4 | | TRP3+
TRD3+ TRP3+ TRD3- 4 ™ Dm TRPE
TRD3- 5+ TRP3- TRD4+ 3~ “ TRP4+
TRD4+ 2 TRP4+ TRD4- 2 . @ TRP4
Note: GND 11—
TRD4 3 = R Nota:
TR Ri-o75 OHivG, Resiebons R1-R4=75 OHMS, Resistors.
GND 10~ _ Pr, A . o C1=2KV 1000pF, Capacitor.
G2-C3=50V 100nF, Capacitor. T C2.C5=100V 100nF, Capacitor.
SHIELD b
2.5G Base-T:
805 (2.5G Base-T)
Chip side Cablo side Chip side Cable side
TRCT1 5 - vee s
TRD1+ 10 |m.g_ul1 o (R |TRP1+ TRD1+1 TRP1+
TRD1- § [ 7 [Ri2] |TRPI- TRD1- 2 TRP1-
TRDZ+ 8 [fgﬁm - I { RJ-3| |TRP2+ TRD2+ 3+ TRP2+
TRD2- 7 [ 1 1 ['Rs6] |TRP2- TRD2- 4— TRP2-
TRD3+ 4 1CT-ACT L ] 1 ['RIH4] [TRP3+ TRD3+ 5— TRP3+
TRD3- 3 [ I ] {RS5] | TRPS- TRD3- 6+ TRP3-
TRD4+ 2 iCT=4CT L ] @ TRP4+ TRD4+ 7— TRP4+
TRD4- 1 H| a {Rs-8] | TRP4 TRD4- §— TRP4-
TRCT2 6 - ok GND 10~ hoe :
- G
o R1-R4=75 OHMS, Resistars. C2-05=10I]Vg';i}nla=l.,?:ca:;cilor.
C1=2KV 1000pF, Capacitor, T
SHIELD /77777777 SHELD 7t
ADDENDUM: PCB LAYOUT
Pin Layout = 3 (Tab down, Mechanical = A or B)
8 Pins, w/ LED 10 Pins, w/ LED
For 100 Base-T For 100&PoE/1000/2.5G/5G Base-T
3X 0,035 0.420[15.75 10X ©0.035 pacalins]
0.89 ~ __ | oa3so[sas [o80] - 0.450[ 11.43
2% P0.062 - 2% $0.062 - | 0.050[1.27]
1.57 \ L7 N ‘
2X 00128\ l;_+f|__|_ii_+° | ! x 90128 \ |\ el | .
3 951 b I h hfls Tz | i 3.25 \ 5 \'3..\'F i | 1
<P, - ; =S ] R4 1 o R
4X $0040 - B ax oot -, B I
1.02] .U\ '45 . \;\‘u 11 [1.02] _\+_ _+‘_ T ! !
wF o | o ]
0.298[7.57 L 1| =% 8438 ol 571 i | > 2| = @ =
0.450[11.43] = ::| S 2 T - 2 S g‘ Sl @
- - 32 58 8 0.450(11.43] 38 9 8 g
0.498[12.65 | = D‘ 2= 8 ‘ : i g 5“ S‘ 3l &
0.498 12.65
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