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Chip type Electric Double Layer CapacitorChip type Electric Double Layer CapacitorChip type Electric Double Layer Capacitor

CPH3225A / CP3225ACPH3225A / CP3225A

MC Y K

Coin-type lithium rechargeable batteries 
Capacitors(Coin-type, Chip-type)
Silver oxide batteries
Mercury-free silver oxide batteries

Samarium-cobalt (SmCo) magnets
Miniature precision springs
Metal diaphragms
etc.

Micro Battery

Maximum power
in a small body!

gnets

Most advanced
mounting technology

Super-small,
low current consumption

ICs for various power supplies
Memory ICs (E2PROMs)
Sensors (temperature, magnetism, etc.)
Mini-analog
Real-time clocks

Color TFT liquid crystal modules
Color/monochrome STN liquid crystal modules
STN liquid crystal panels
Backlight modules
Optical films for backlights

Ideal for various applications !

Cellular phone Game
Car electronics

Notebook PC

TV
Digital still camera

Best suited for
       microprocessors

Compact SMD tuning-fork quartz crystal unit
Quartz crystal unit for clocks
Quartz crystal unit for radio-controlled clocks

Quartz Crystal

LCD Device

Vivid and realistic

DIANET Rare Earth Magnet SPRON Special Metal

Material
Cleanroom-based (Class 10000) unified production
SMT/BGA/COB/COG mounting
Mountable onto PSBs and FPCs
Module/completed product assemblies

From module mounting
commission to OEM production

Compact

Energy saving

High accuracy

Low-voltage operation

High reliablility
Small, precision machining
and reflowable3.3V 3.2 × 2.5 × 0.9mm4.6μAh (3.3V-1.8V)

0.011F
0.025g160ΩCPH3225A

2.6V 3.2 × 2.5 × 0.9mm4.5μAh (2.6V-1.4V)
0.014F

0.025g80ΩCP3225A

WeightType Maximum Use
Voltage

Nominal Capacity
(Voltage Range)

Size
(L × W × H)

Internal Impedance
<Nominal>

CPH3225A/CP3225A is thinnest and 
smallest chip-type electric double layer 
capacitor.
The unique ceramic packaging with superior 
air-tightness is used.  As the result, it offers 
leakage resistance and humidity resistance.  
Also, by optimizing its materials, a 1 minute 
rapid charge stores approximately 90% of 
full capacity.
Its heat-resistant design allows for Pb-free 
reflowable SMT board attachment. 

Small and thin size

RoHS directive compliant 

Pb free reflowable: 260deg.C peak

WEEE not applicable

Rapid Charge

Long Cycle Life

FEATURES

Backup Power for various devices.

Super small size power supply.

Personal computer, IC card,

Game machine, Handy terminal, Video camera, 

various kinds of small appliance, etc.

APPLICATIONS

CHARACTERISTICS

SPECIFICATIONS

NEW

0.0

0.5

1.0

1.5

2.0

2.5

3.0

3.5

CP3225A
CPH3225A

0 2 4 6 8 10

Charge: 2.6V/3.3V, 120 min
Discharge: 5μA
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Capacity (μAh)

Discharge Characteristics
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A few decades ago, we commercialized 
a highly reliable silver oxide battery to meet 
the requirement of quartz watch 
development. Since then, we have 
expanded our microbattery offering and 
technology to support the increased 
diversity in electronic products available 
today. 
This brochure introduces silver oxide 
batteries, manganese silicon lithium 
rechargeable batteries, titanium silicon 
lithium rechargeable batteries, reflowable 
lithium rechargeable batteries, and 
reflowable capacitors. 
We plan to continuously develop higher 
performance microbatteries and widen our 
products lineup to keep up with our 
emerging technologies.
Please feel free to contact us with any 
questions you may have.

1. Superior leakage resistance
Even a slight leakage from a battery may interfere with the connections 
made by the battery terminals, resulting in unstable device operation.
Seiko Instruments Inc. offers micro batteries that are highly 
leak-resistant due to special sealing materials and processing 
technologies.

2. Large capacity
In order to extend the operating time of devices with limited battery 
space, the market demands high volumetric efficiency.
We offer large-capacity microbatteries developed with proprietary 
technology utilizing high-purity materials.

3. Stable operating voltage
Carefully compounded ingredients allow each of our micro batteries to 
have a stable operating voltage over both a wide temperature range 
and depth of discharge.

4. High reliability
Our micro batteries are manufactured under an integrated system 
featuring strict quality control, which starts with component 
manufacturing, through assembly and on to rigorous out-going 
inspection.

FEATURES
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Microbattery and Capacitor Lineup

Rechargeable battery and capacitor sizes

MICROBATTERY AND CAPACITOR FEATURES

Chip type electric double layer capacitor : Small and thin size chip type Electric Double Layer Capacitor.
XH-HG capacitor : Pb-free refl owable capacitor made possible by a heat-resistant design.  High 

capacity and long cycle characteristics are offered.
HB lithium rechargeable battery : Pb-free refl owable rechargeable batteries made possible by a heat-resistant 

design, offering a wide charge voltage range and excellent cycle life.
MS lithium rechargeable battery : 3V type. Large capacity and high cycle life characteristics in a compact 

body with excellent overdischarge characteristics featured.
TS lithium rechargeable battery : 1.5V type. Charge voltage range from 1.5V to 3.0V is supported while high 

reliability is achieved.
Silver oxide battery : Highly reliable primary coin cell, 1.55V, with a wide selection of sizes and 

capacities.

Applications

Cellphone Digital still camera MP3 player Laptop

Video camera GPS·Car navigation system Watch

(Under
development)

H
ei

gh
t

MS412FE

XH311HG

CP3225A
XH409HG

SIZE
Diameter

 2.1mm 

1.4mm

1.8mm

1.2mm

1.1mm

 0.9mm

XH414HG
HB414 MS614SE

MS621FE
TS 621FE

MS920SE

MS518SE
TS518FE

Φ5.8mm Φ6.8mm Φ4.8mmΦ3.8mmChip type
3.2mm × 2.5mm 

Φ9.5mm 

XH311HU

CPH3225A

*The rectangle and circles in the table show actual battery and capacitor sizes.
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Microbattery and Capacitor Lineup

Example of a recommended application circuit: for RTC backup

VCC

VDD

VCC

Main power
supply

VT-200-F
HB414

3V/0.14mAh

CPU
SCL

RTC
S-35390A

SDA

INT1

INT2

Temperature
sensor

* This circuit diagram is a reference example. See the data sheet of each product before using it.

Example of RTC backup time, using HB414

3.5

3.0

2.5

2.0

1.5

1.0

0.5

0.0
0 500 1000 1500

(H)

B
at

te
ry

 v
ol

ta
ge

 (
V

)

RTC operable voltage

1 month

RTC used: CMOS real time clock IC S-35390A, 
made by Seiko Instruments Inc. 
Clock operating voltage: 1.3 to 5.5V, 
current consumption: 0.25  A

Crystal used: VT-200-F, made by Seiko Instruments Inc. 
CL = 6.0pF, R1 = 50kΩ max.

μ

* This graph is a rough indication. The operating time varies depending on the actual service conditions.
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XH-HG Capacitor Pb-free refl owable

XH409HG

Weight
(g)Height

(mm)
Diameter

(mm)
Type Maximum Use

Voltage (V) 
Capacitance (F)

Electrical Specifications (Normal Temperature)*1 Size

Internal Impedance*2

(Ω)

XH311HG

XH414HG
XH311HU   under development

3.3
3.3

4.8 1.40.08 0.06100

3.3

3.3

0.02 300 3.8 1.1 0.04

0.050.04 100 4.8 0.9

0.035 150 3.8 1.1 0.04

The XH-HG series capacitor has a better discharge 
characteristic above 3V compared with its predecessor 
(XH414H) .  It is an environmentally friendly product 
that is reflow mounted by Pb-free soldering. It features 
high capacity, and long-term reliability, as well as a wide 
operating voltage range. It is thus suitable for backup 
power supply of clock and memory functions on mobile 
and information devices.

• Pb-free refl owable:
 Superior heat resistance (260°C peak) allows reflow 

soldering by Pb-free solder
• Wide operating voltage range from 0V to 3.3V
• High capacity: 0.08F with “414” size 
• Long Cycle Life:
 At least 10,000 times of charge/discharge
• Simple charging circuit (constant voltage charging)
• Wide operating temperature range:
 Operating temperature range: −20°C to +60°C
 For using the battery at a temperature out of the above 

temperature range, please consult us.
• RoHS Compliant

Backup power supply for memory and clock functions of 
cellphone, PHS, cordless phone, digital still camera, PDA, 
MD player, game machine, and printer, etc. 

*1. Normal temperature: 23°C ± 3°C.  Electrical characteristics and aging degradation of the products depend on temperature.
*2. Value measured using AC (Alternating Current) method at the discharged state.

XH311HG/XH409HG/XH414HG

FEATURES

APPLICATIONS

SPECIFICATIONS

<APPLICATION NOTES>
• Prohibition ripple charging

A ripple (high frequency fluctuation of 
voltage) in the charge voltage extremely 
lowers the capacitor performance.  
Be sure to charge capacitors with a 
stable voltage.

• Charge voltage
The age deterioration of the capacitor 
depends on the charge voltage.
The age deterioration is accelerated as 
charge voltage goes higher.

• Usage environment
Aging degradation of the capacitor varies 
depending on the usage environment 
(temperature and humidity). 
Contact us for further details.

XH311HG

Charge/discharge characteristics

CHARACTERISTICS

V
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ge
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V

)

Capacity (μAh)

0.0

0.5

1.0

1.5

2.0

2.5

3.0

3.5

0 5 10 15 20 25 30

Charge

Discharge

Charge: Constant current/constant voltage
max. 500μA/3.3V/1 hour/RT

Discharge: Constant current 5μA/c.o.v. = 0V
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XH-HG Capacitor Pb-free refl owable

Micro Battery 2009-2010

Charge/discharge characteristics

CHARACTERISTICS

0

50

100

150

200

250

0 50 100 300150 250200

Time above 200°C

Time (seconds)

Reflow Profile Example
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°C

)

220

230

240

250

260

270

0 10 20 60 7030 5040

Time above 200°C (seconds)

Recommended Reflow Condition
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)

The peak temperature is within five seconds. 

The times of repeated reflow soldering must be two times or less.
The Temperature must be measured at top of the cell.

Peak Temperature

Max.260°C (within 5 seconds)

REFLOW SOLDERING CONDITIONS

XH414HG

0.0

0.5

1.0

1.5

2.0

2.5

3.0

3.5

0 20 40 60 80 100

V
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ge

 (
V

)

Capacity (μAh)

Charge

Discharge

Charge: Constant current/constant voltage
max. 500μA/3.3V/5 hours/RT

Discharge: Constant current 20μA/c.o.v. = 0V

0 5040302010

Charge

Discharge

0.0

0.5

1.0

1.5

2.0

2.5

3.0

3.5

V
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ta
ge
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V

)

Capacity (μAh)

Charge: Constant current/constant voltage
max. 500μA/3.3V/5 hours/RT

Discharge: Constant current 10μA/c.o.v. = 0V

XH409HG
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XH-HG Capacitor Pb-free refl owable

Temperature (ºC)

C
ap
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ity
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tio
 (

%
)

Temperature Characteristics Charge/discharge Cycle Characteristics

Discharge Current Characteristics
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Cycle Number (times)
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[Capacity measurement condition]
Charge: max. 500μA/3.3V/5 hours/RT
Discharge: c.o.v. = 2.0V

[Cycle conditions]
Charge: 3.3V, 100Ω, 9 minute
Discharge: 100Ω, 1 minute
 [Capacity measurement conditions]
Charge: max. 500μA/3.3V/5 hours/RT 
Discharge: 20μA/c.o.v. = 2.0V

Applied voltage 3.3V

[Capacity measurement condition]
Charge: max. 500μA/3.3V/5 hours/RT 
Discharge: 10μA/c.o.v. = 2.0V

Floating Characteristics (60ºC, 50%RH)

20
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40

60

80

100

120

0 7 14 21 28 35 42

Floating charge period (day)

C
ap

ac
ity

 r
et

en
tio

n 
ra

tio
 (

%
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–40 –20 0 20 40 60 80

 [Capacity measurement conditions]
Charge: max. 500μA/3.3V/5 hours/RT 
Discharge: 20μA/c.o.v. = 2.0V

XH414HG

Storage and other characteristics

CHARACTERISTICS

STANDARD TERMINALS
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XH-HG Capacitor Pb-free refl owable

Micro Battery 2009-2010

- Contact Seiko Instruments Inc. for batteries with terminals other than the above shapes.
- Units: mm
- The hatched parts are tin plated (Sn: 100%).
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STANDARD TERMINALS
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HB Lithium Rechargeable Battery 3V Pb-free Refl owable

HB lithium rechargeable batteries are environment-friendly 
rechargeable batteries that can be reflowed (automatic 
mounting by Pb-free soldering) with lead-free solder.
Pb-free refl ow mounting is achieved by a reinforced heat-
resistant structure.
The HB414 features high capacity and a long cycle life 
with a wide charge voltage range.

• Pb-free refl owable:
 Superior heat resistance (260°C peak) allows reflow 

mounting by Pb-free solder.
• Wide charge voltage range:
 Wide charge voltage range allows use with various 

applications (2.5V to 3.3V).
• High Capacity:
 0.3mAh typ. (charge voltage: 3V, cut off: 1.2V)
• Long cycle life:
 1,000 cycles or more (20% D.O.D.)
• Excellent overdischarge characteristics
• Wide range of operating temperatures:
 Operating temperature range: −20°C to +60°C
 For using the battery at a temperature out of the above 

temperature range, please consult us. 
• RoHS Compliant
• Approved by UL (Underwriters Laboratories Inc.)
 UL File No. MH15628

Backup power supply for memory and clock functions of 
cellphone, PHS, cordless phone, digital camera, PDA, MD 
player, game machine, etc.

3.0
1000 (20% D.O.D.)

100 (100% D.O.D.)
0.005HB414

Type

4.8

Diameter
(mm)

Internal
Impedance*1

(Ω)

280

Cycle Life*2

(Time)

Standard Charge/
Discharge Current

(mA)

Nominal 
Voltage

(V)

1.4

Height
(mm)

0.07

Weight
(g)

0.3  (3.0 to 1.2)

0.2  (2.5 to 1.2)

0.14  (3.3 to 2.0)

Nominal Capacity
(Voltage Range V)

(mAh)

2.5 to 3.3

Charge Voltage*3

(V)

*4

*1. Value measured using AC (Alternating Current) method in the fully charged state.
*2. Counts of charge and discharge repetition that maintains about 50% of the minimum guaranteed capacity
*3. A constant voltage charge is recommended, but due to a limit in charge current, it is necessary to insert a resistor to regulate charge 

current. 
Please contact us for further details. 
If a constant current charge is required, please contact us for more information.

*4. D.O.D. : Depth of Discharge

Capacity (mAh) Capacity (mAh) Capacity (mAh)
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3.3V Charge and discharge curve 
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2.5V Charge and discharge curve 
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3.0V Charge and discharge curve 
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Charge : 3.3V/max25μA/30hr/RT (CC/CV)
Discharge : 5μA/c.o.v. = 2.0V (CC)

Charge : 3.0V/max25μA/30hr/RT (CC/CV)
Discharge : 5μA/c.o.v. = 1.2V (CC)

Charge : 2.5V/max25μA/30hr/RT (CC/CV)
Discharge : 5μA/c.o.v. = 1.2V (CC)

HB414

FEATURES

APPLICATIONS

SPECIFICATIONS

CHARACTERISTICS
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HB Lithium Rechargeable Battery 3V Pb-free Refl owable

Micro Battery 2009-2010
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High Temperature Storage Characteristics (60°C)
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Reflow Profile Example
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Recommended Reflow Conditions
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The peak temperature is within five seconds. 

The times of repeated reflow soldering must be two times or less.
The Temperature must be measured at top of the cell.

- Please contact Seiko Instruments Inc. for batteries with terminals other than the above shapes.
- Units: mm
- The hatched parts are tin plated (Sn: 100%).
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Recommended board layout
(Tolerance±0.05) Recommended board layout

(Tolerance±0.05)
Recommended board layout

(Tolerance±0.05)

HB414 II06E

1.1±0.1

CHARACTERISTICS

REFLOW SOLDERING CONDITIONS

STANDARD TERMINALS



12 Micro Battery 2009-2010

MS Lithium Rechargeable Battery 3V Type

MS412FE/MS518SE/MS614SE/MS621FE/MS920SE

MS (Manganese Silicon) lithium rechargeable batteries, 
developed by Seiko Instruments Inc., use silicon oxide 
as the anode and a lithium manganese composite oxide 
as the cathode. As a result, they offer long cycle life and 
highly stable overdischarge characteristics.

• Backup power supply for memory or clock function 
in various types of electronic equipment for mobile 
communication, offi ce automation, audio-visual equipment, 
mobile information equipment, etc. (cellphone, PHS, 
cordless phone, pager, memory card, fax machine, PC, 
video camera, digital camera, tuner, handy terminal, PDA, 
etc.)

• Main power supply for small and slim portable equipment.

Gasket Negative 
cap

Negative 
electrode

Separater

Positive 
electrode

Positive 
case<Cross Section>

MS412FE

MS518SE

MS614SE

MS621FE

MS920SE

0.07

0.13

0.17

0.23

0.47

Type

3

3

3

3

3

1.0

3.4

3.4

5.5

11.0

0.010

0.010

0.015

0.015

0.050

0.10

0.15

0.25

0.25

0.80

100

100

100

100

100

1000

1000

1000

1000

1000

4.8

5.8

6.8

6.8

9.5

1.2

1.8

1.4

2.1

2.1

100

60

80

80

35

Nominal
Voltage

(V)

Nominal
Capacity
(mAh)*1

Standard
Charge/

Discharge
Current

(mA)

Internal
Impedance

(Ω)*2

Charge Voltage
(Standard  

Charge Voltage)*6

(V)

Maximum
Discharge

Current
(Continuous)

(mA)*3

100%*5

D.O.D.
(Depth of

Discharge)

20%*5

D.O.D.
(Depth of

Discharge)

2.8 to 3.3 (3.1)

2.8 to 3.3 (3.1)

2.8 to 3.3 (3.1)

2.8 to 3.3 (3.1)

2.8 to 3.3 (3.1)

Size (mm)

Diameter Height

Weight
(g)

Cycle Life (Time)*4

FEATURES

• Large discharge capacity :
For high operational voltage range of 3.3V to 2.0V.

• Long cycle life :
Cycle life of over 100 cycles under charge/discharge 
conditions of 3.3V to 2.0V (D.O.D.100%).

• Excellent overdischarge characteristics :
Continued stable capacity characteristics even after the 
battery is overdischarged down to 0.0V.

• Operation over a wide temperature range:
Operating temperature range : −20°C to +60°C
Consult us for using the battery at a temperature beyond 
the above temperature range.

• RoHS Compliant
• Approved by UL (Underwriters Laboratories Inc.)
 UL File No. MH15628

APPLICATIONS

SPECIFICATIONS

*1. Nominal capacity: Typical value of discharge capacity between 3.1V and 2.0V
*2. Internal impedance is measured using an AC (Alternating Current) method at the fully charged state.
*3. Maximum discharge current indicates the value of a current for approximately 50% of the nominal capacity.
*4. Cycle Life indicates the times charge/discharge is repeated for approximately 50% of the capacity values in the specifi cation sheet.
*5. 100% and 20% are based on nominal capacity.
*6. A constant voltage charge is recommended, but due to a limit in charge current, it is necessary to insert a resistor to regulate the 

charge current.
Contact us for further details.
If a constant current charge is required, contact us for more information.
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MS Lithium Rechargeable Battery 3V Type
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MS412FE

2.8V
3.0V
2.9V

3.1V
3.3V

1.5

2.0

2.5

3.0

3.5

0.0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6

Capacity (mAh)

V
ol

ta
ge

 (
V

)

Charge
Discharge : 10μA/c.o.v. = 2.0V (CC)

 : max 0.025mA/72 hours (CC/CV)

MS518SE

1.5

2.0

2.5

3.0

3.5

0.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5

3.0V
3.1V
3.3V

2.9V2.8V

Capacity (mAh)

V
ol

ta
ge

 (
V

)

Charge: max. 0.06mA/72 hours (CC/CV)
Discharge: 10 μA/c.o.v. = 2.0V (CC)

MS614SE

1.5

2.0

2.5

3.0

3.5

0.0 1.0 2.0 4.03.0

2.8V
3.0V

2.9V

3.3V

3.1V

Capacity (mAh)

V
ol

ta
ge

 (
V

)

Charge: max. 0.1mA/96 hours (CC/CV)
Discharge: 15μA/c.o.v. = 2.0V (CC)

MS621FE

MS920SE

1.5

2.0

2.5

3.0

3.5

0.0 2.0 6.04.0

2.8V 3.0V

2.9V

3.3V3.1V

Capacity (mAh)

V
ol

ta
ge

 (
V

)

Charge: max. 0.1mA/96 hours (CC/CV)
Discharge: 15μA/c.o.v. = 2.0V (CC)

1.5

2.0

2.5

3.0

3.5

0.0 4.02.0 12.010.08.06.0

3.0V

3.1-3.3V

2.9V2.8V

Capacity (mAh)

V
ol

ta
ge

 (
V

)

Charge: max. 0.2mA/96 hours (CC/CV)
Discharge: 50μA/c.o.v. = 2.0V (CC)

1.0

1.5

2.0

2.5

3.5

3.0

0.0 1.0 2.0 4.03.0

Capacity (mAh)

V
ol

ta
ge

 (
V

)

Charge/discharge characteristics

Charge: max. 0.1mA/3.1V, 96 hours (CC/CV)
Discharge: 15μA/c.o.v. = 1.5V (CC)

1.5

2.0

2.5

3.5

3.0

0.0 1.0 2.0 4.03.0

300μA
100μA

50μA 15μA

10μA

5μA

Capacity (mAh)

V
ol

ta
ge

 (
V

)

Charge: max. 0.1mA/3.1V, 96 hours (CC/CV)
Discharge: respective current/c.o.v. = 1.5V (CC)

Discharge Characteristics at Various Discharge Current

DISCHARGE CHARACTERISTICS (CHARGE VOLTAGE DEPENDENCE)

CHARACTERISTICS (MS614SE)

* c.o.v. : Cut Off Voltage (fi nal voltage)
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MS Lithium Rechargeable Battery 3V Type

1.5

2.0

2.5

3.5

3.0

0.0 1.0 2.0 4.03.0

30 days

Initial
180 days

90 days

Overdischarge: 18kΩ discharge/respective period
[Capacity measurement conditions]
Charge: max. 0.1mA/3.1V, 96 hours (CC/CV)
Discharge: 15μA/c.o.v. = 2.0V (CC)

Capacity (mAh)

V
ol

ta
ge

 (
V

) 

Overdischarge Characteristics

1.5

2.0

2.5

3.5

3.0

0.0 1.0 2.0 4.03.0

–20°C 0°C

40°C

60°C

25°C

Capacity (mAh)

V
ol

ta
ge

 (
V

)

Charge: max. 0.1mA/3.1V, 96 hours, RT (CC/CV)
Discharge: 15μA/c.o.v. = 2.0V, respective temperature (CC)

Discharge Temperature Characteristics

1.5

2.0

2.5

3.5

3.0

0.0 1.0 2.0 4.03.0

20 days

Initial

100 days
200 days

150 days

60 days
80 days

Capacity (mAh)

V
ol

ta
ge

 (
V

)

Storage condition: respective period at 60°C
[Capacity measurement conditions]
Charge: max. 0.1mA/3.1V, 96 hours (CC/CV)
Discharge: 15μA/c.o.v. = 2.0V (CC)

High Temperature (60°C) Storage Characteristics

1.5

2.0

2.5

3.5

3.0

0.0 1.0 2.0 4.03.0

Initial

100 days

150 days

200 days 40 days
60 days
80 days

20 days

Capacity (mAh)

V
ol

ta
ge

 (
V

)

Storage conditions: Each period at 60°C, applied voltage 3.1V
[Capacity measurement conditions]
Charge: max. 0.1mA/3.1V, 96 hours (CC/CV)
Discharge: 15μA/c.o.v. = 2.0V (CC)

Floating Characteristics (60°C, applied voltage 3.1V)

φ
4.8

ma
x.

0.
5±

0.
1

0.
5±

0.
1

2±
0.

3

1±
0.

3

1.75±0.1

2.2±0.5 1.
6m

ax
.

0.
1±

0.
02

1.6±0.5
(Sn plated portion)

MS412FE FL26E MS518SE FL35E

0.
5±

0.
1

0.
5±

0.
1

1±
0.

3

2±
0.

3

0.
1±

0.
021.75±0.1

2.2±0.3

φ
5.8

ma
x.

1.6±0.5

2.
1m

ax
.

(Sn plated portion)

Recommend Recommend
MS614SE FL28E

0.
5±

0.
1

0.
5±

0.
1

1±
0.

3

2±
0.

3

φ 6
.8

ma
x.

1.8±0.5

0.
1±

0.
022.1±0.1

2.5 +0.3
-0.5 1.

8m
ax

.

(Sn plated portion)

Recommend

- Contact Seiko Instruments Inc. for batteries with terminals other than the above shapes.
- Units: mm
- The hatched parts are tin plated (Sn: 100%).

CHARACTERISTICS (MS614SE)

DIMENSIONS OF STANDARD TERMINALS OF MS LITHIUM RECHARGEABLE BATTERIES

 FL Type
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MS Lithium Rechargeable Battery 3V Type
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(Sn plated portion)

(Sn plated portion)

(Sn plated portion)

(Sn plated portion)

MS621FE FL11E

0.
5±

0.
1

0.
5±

0.
1

1±
0.

3

2±
0.

3

1.8±0.5

φ
6.8

ma
x.

2.5±0.3

2.2±0.1
0.

15
±0

.0
2

1.7±0.5

2.7
ma

x.

0.
5±

0.
1

0.
5±

0.
1

1.2
5±

0.
3

2.5
±0

.3

2.2±0.1

( 3.3) 2.7
ma

x.

0.
15

±0
.0

2

1.8±0.5

1.7±0.5

φ
9.5

ma
x.

12.8 0
-1.0

MS920SE FL27E
RecommendRecommend

DIMENSIONS OF STANDARD TERMINALS OF MS LITHIUM RECHARGEABLE BATTERIES

(Sn plated portion)(Sn plated
portion)

0.
5±

0.
1

1±
0.

3

0.
5±

0.
1

1±
0.

3

2.7
ma

x.

2.5±0.4

2.2±0.1

2.5±0.4

φ
6.8

ma
x.

1.7±0.51.8±0.5

MS621FE IL36E MS920SE IL37E

0.
5±

0.
1

1±
0.

3

0.
5±

0.
1

1±
0.

3

2.2±0.1

2.7
ma

x.

0.
15

±0
.0

2

1.7±0.51.8±0.5

φ 9
.5

ma
x.

0.
15

±0
.0

2 2.5±0.4

2.5±0.4

(Sn plated portion)(Sn plated
portion)

(Sn plated portion)

0.
5±

0.
1

1±
0.

3

0.
5±

0.
1

1±
0.

3
0.

1±
0.

02

1.8±0.5

φ
6.8

ma
x.

1.
8m

ax
.

2.5  0
-0.6

2.5 +0.3
-0.5

2.1±0.1

MS614SE IL38E

0.
5±

0.
1

1±
0.

3

0.
5±

0.
1

1±
0.

3

(9.2)

1.
6m

ax
.

0.
1±

0.
02 2.2±0.5

2.2±0.5

φ
4.8

ma
x.

1.6±0.5

MS412FE IL21E

(Sn plated portion)

 IL Type
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TS Lithium Rechargeable Battery 1.5V Type

TS lithium rechargeable batteries are high capacity 1.5V 
type non-reflowable rechargeable batteries that provide 
suffi cient discharge capacity with a charge voltage of less 
than 2.0V, and are intended for support of recent low-
operating-voltage mobile devices.

• Low-voltage rechargeable
• High capacity
• Long cycle life: at least 1000 cycles (20% D.O.D.)
• RoHS Compliant
• Approved by UL (Underwriters Laboratories Inc.)
 UL File No. MH15628

Power backup for the clock function of small portable 
devices such as cellular and PHS phone

*1. Value measured using an AC (Alternating Current) method in the fully charged state.
*2. Counts of charge and discharge repetition that maintains about 50% of the minimum guaranteed capacity
*3. A constant voltage charge is recommended, but due to a limit in the charge current, it is necessary to insert a resistor to regulate the 

charge current. 
Please contact us for further details.  
If a constant current charge is required, please contact us for more information.

*4. D.O.D. : Depth of Discharge

TS518FE/TS621FE

TS518FE TS621FE

FEATURES

APPLICATIONS

SPECIFICATIONS

CHARACTERISTICS

Type
Internal 

Impedance*1

(Ω)

1.5
1000 (20% D.O.D.)

  50 (100% D.O.D.)

1000 (20% D.O.D.)

  50 (100% D.O.D.)

0.015TS621FE 80

1.5

1.5 to 3.0

1.5 to 3.0TS518FE

Diameter
(mm)

6.8

5.80.015120

Cycle Life*2

(Time)

Standard Charge/
Discharge Current

(mA)

Nominal 
Voltage

(V)

Charge Voltage*3

(V)

2.1

1.8

Height
(mm)

0.22

0.12

Weight
(g)

1.5 (1.5 to 1.0)

4.2 (2.3 to 1.0)

2.5 (1.8 to 1.0)

Nominal Capacity
(Voltage Range V)

(mAh)
*4

0.0

0.5

1.0

1.5

2.0

2.5

3.0

0.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5

Capacity (mAh)

V
ol

ta
ge

 (
V

)

1.8V/1.5V Charge/Discharge Characteristics

Charge : 1.5V or 1.8V/max. 100μA/72hr (CC/CV)
Discharge : 15μA/c.o.v. = 0.7V (CC)

 

1.8V Charge
1.5V Charge

3.0 5.04.02.01.00.0
0.0

0.5

1.0

1.5

2.0

Charge : 1.8V/max. 100μA/72hr/RT (CC/CV)
Discharge : 15μA/c.o.v. = 0.7V (CC)

Capacity (mAh)

V
ol

ta
ge

 (
V

)

1.8V Charge/Discharge Characteristics

* c.o.v. : Cut Off Voltage
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Microbattery and Capacitor Selection Check Sheet

CHECK SHEET

1. Your company name

2. Which application do you use?

3. Your expected backup period

4. Your requested delivery date

5. Operation voltage of the device for backup

6. Consumption current at backup time

7. Setting value of charging voltage

8. Presence of reverse current protection diode

9. Vf characteristics of the reverse current protection diode (at 10μA)

10. Resistance value of charging protection resistance

11. Limit of charging time

12. Required cycle life

13. Other requests

14. Expected life (e.g., xx years or backup for xx hours)

15. Ambient temperature and humidity

If you are considering the purchase of one or more of our microbatteries or capacitors, please 
complete this check sheet and send it to us.  We will let you know which products will be 
optimum for you to use.

Fax Sheet
Micro-Energy Division    Sales Sec.   +81-43-211-8034     Battery Sales Person

hour / day / month

mm / yy 

V  to                        V

mA  •                         μA 

V

Yes   •    No  

     

V

Ω 

times

Name

Section

Phone

Fax

E-mail

Your contact information
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 is our trademark for silver oxide battery globally acknowledged in the quartz watch market.

SEIZAIKEN SR Batteries use silver oxide as the cathode, 
zinc as the anode, and sodium hydroxide solution or 
potassium hydroxide solution as the electrolyte. These 
batteries offer a large capacity and stable voltage 
characteristics. SEIZAIKEN Batteries are widely used in 
products demanding high accuracy, such as quartz watches.

• Large capacity

 Energy  density per volume is about 2 times higher than 
that of alkaline-manganese batteries.

• Stable operating voltage

Operating voltage is very stable until the end of discharge.

• Excellent leakage resistance

Excellent leakage resistance is achieved by our special 
sealing materials and superior processing technologies.

• Excellent pulse load characteristics

Batteries using potassium hydroxide solution are most suit-
able for functions which consume relatively high current, 
such as an alarm or backlight function incorporated into 
digital quartz watches.

• A comprehensive variety of products

Diameters from 4.8mm to 11.6mm, with heights from 1.2mm 
to 3.6mm.
Users can select the most suitable battery for their applica-
tions.

Watches, Clocks, Calculators, Hearing aids, Digital clinical 
thermometers, Cameras, Electronic games, Card radios, 
Remote controllers.

*1.  Discharged to 1.2V
*2.  C.C.V. : Closed Circuit Voltage    Low Drain 2kΩ 7.8msec Pulse    High Drain 200Ω 5sec.

Anode

Anode cap

Cathode case

Absorbent layer

Cathode

Gasket

Separator

CROSS SECTION

FEATURES

APPLICATIONS

SPECIFICATIONS

.oNledoM

scitsiretcarahClacirtcelE
)erutarepmeTmooRta(

snoisnemiD
thgieW

)g(
RACU
.oN

egarotS
ssol

)XAM(
)Y/%(

lanimoN
egatloV

)V(

mumixaM
niarD
)Am(

retemaiD
)mm(

thgieH
)mm(

C˚42+
)V(

C˚01–
)V(

woL
niarD

WS614RS

55.1

5.7

8.0

08.4
56.1 ––––

53.1 01.1

7

WS124RS 21 51.2 ––––

WS215RS 5.5

08.5

52.1 533

54.1

51.1

WS615RS 5.21 56.1 713 01.1

WS125RS 61 51.2 973

02.1

WS725RS 22 07.2 913

WS616RS 51

08.6

56.1 123

WS126RS 32 51.2 463

WS626RS 82 06.2 773

WS217RS 11

09.7

52.1 643

WS617RS 12 56.1 513

WS127RS 82 01.2 263

WS627RS 43 06.2 793

WS14RS 54 06.3 483

WS619RS 72

05.9

56.1 373

WS029RS 64 50.2 173

WS729RS 55 07.2 593

WS0211RS 35 06.11 50.2 183

hgiH
niarD

W626RS

55.1

82

8

08.6 06.2 673

53.1
50.1

7

W127RS 62

09.7

01.2 163

W627RS 43 06.2 693

W14RS 54 06.3 293 51.1

W029RS 24
01 05.9

50.2 073 01.1

W729RS
35

07.2 993 50.1

W0211RS 51 06.11 5

0.11

0.14

0.13

0.18

0.23

0.30

0.23

0.30

0.37

0.24

0.33

0.42

0.52

0.67

0.51

0.58

0.78

0.93

0.36

0.41

0.52

0.67

0.56

0.77

0.930.2 193

04.1

02.1

Nominal
Capacity*1

(mAh)

C.C.V. (TYP.)*2
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SR621SW

SR920SW

SR41W

SR920W

Temp:24°C
1.6

1.4

1.2

1.0

0.8

0.6

1.6

1.4

1.2

1.0

0.8

0.6

100 200 300 400 500 600 700

1.6 24°C

1.4

1.2

1.0

0.8

0.6

100 200 300

39kΩ  Continuous(24°C)

400 500

39kΩ 50kΩ

2kΩ   7.8msec(–10°C)

–10°C

1k 2k 5k 10k 20k

Load-discharge characteristics

Discharge time (hr)

V
ol

ta
ge

 (
V

)

Pulse-discharge characteristics

Discharge time (hr)

V
ol

ta
ge

 (
V

)

Load-temperature-voltage characteristics

Load (Ω)

V
ol

ta
ge

 (
V

)

Temp:24°C
1.6

1.4

1.2

1.0

0.8

0.6

1.6

1.4

1.2

1.0

0.8

0.6

1.6

1.4

1.2

1.0

0.8

0.6

100 200

10kΩ 20kΩ

300 400 500 100

20kΩ Continuous (24°C)

200 300 400 500

2kΩ  7.8msec (–10°C)

1k 10k

24°C

100k

–10°C

Load-discharge characteristics

Discharge time (hr)

V
ol

ta
ge

 (
V

)

Pulse-discharge characteristics

Discharge time (hr)

V
ol

ta
ge

 (
V

)

Load-temperature-voltage characteristics

Load (Ω)

V
ol

ta
ge

 (
V

)

1.6

1.4

1.2

1.0

0.8

0.6

1.6

1.5

1.4

1.3

1.2

1.1

1.6

1.4

1.2

1.0

0.8

0.6

200 400 600

15kΩ  Conitnuous (24°C)

100 200 300 400 500 1k800 1000

200Ω  5sec (24°C)

200Ω 5sec (–10°C)

100 200 500 2k 5k 10k 20k

24°C

–10°C

Load-discharge characteristics

Discharge time (hr)

V
ol

ta
ge

 (
V

)

Pulse-discharge characteristics

Discharge time (hr)

V
ol

ta
ge

 (
V

)

Load-temperature-voltage characteristics

Load (Ω)

V
ol

ta
ge

 (
V

)

Temp:24°C

15kΩ 30kΩ

1.6

1.4

1.2

1.0

0.8

0.6

1.6

1.4

1.2

1.0

0.8

0.6

1.6

1.5

1.4

1.3

1.2

1.1

20kΩ  Continuous (24°C)

100 200 300 400 500 100 200 300 400 500

200Ω  5sec (24°C)

200Ω  5sec (–10°C)

1k100 200 500 2k 5k 10k 20k

24°C

–10°C

10kΩ 20kΩ

Load-discharge characteristics

Discharge time (hr)

V
ol

ta
ge

 (
V

)

Pulse-discharge characteristics

Discharge time (hr)

V
ol

ta
ge

 (
V

)

Load-temperature-voltage characteristics

Load (Ω)

V
ol

ta
ge

 (
V

)

Temp:24°C

CHARACTERISTICS
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Environmental Activities

Environmental Activities at Micro-Energy Division 

Environment & Quality Policy
Seiko Instruments Inc., Micro-Energy Division is located in Ayashi, a city with beautiful nature, 
in Miyagi Prefecture.  Our aim is to provide customer satisfaction and harmony with the 
environment through all our products, from Micro battery to other electronic products, and sales 
activities.
1. We adhere fi rmly to laws, regulations and customers’ specifi ed requirements.
2. We aim to prevent pollution and to reduce CO2.
3. We set goals, take actions, conduct regular reviews, and improve the system and performance 

continuously.
4. We contribute to the society by supporting green procurement, developing green products, and 

promoting green life activity.
5. We adhere to regulations and recommodations regarding Chemical substance content in our products 

and will promote reduction and replacement.
6. We vigorously educate ourselves and try to engage voluntarily in green life activity.

Based on the above policy, the following six environmental approaches are now being implemented throughout 
Micro-Energy Division. 

1. Enrich the line up of Eco-Products
• We introduced the SII Green Product Label System which is equivalent to the ISO 14021 Type II environmental label. 

At the end of FY2006, 100% of our products are certifi ed as SII Green Products. In addition, 23 products are certifi ed 
as SII "High Grade" Green Products.

2. Reduction of Greenhouse Gas
• We practice various CO2 reduction measures like using Eco-machinery. Since 1997, we have successfully reduced a 

total of 35,000 tons of CO2. We believe our efforts contribute to the prevention of global warming.

3. 3R Promotion Activity
• We promote the reduction in the use of unnecessary goods, and re-use of returned boxes. We also promote recycling 

at the end of the production process. With these activities, we have reduced the non-recyclable wastes to less than 
1 ton – less than 1% of our 1997 results.
 

4. Control of Chemical Substances
• We employ chemical-substance control procedures, by incorporating the regulations of JGPSSI (Japan Green 

Procurement Survey Standardization Initiative) into our documented Environment & Quality control systems.
• We have reduced emissions of chemical substances defi ned in the Pollutant Release and Transfer Register (PRTR). 

From 2006 to 2008, we have successfully reduced our emission by 56%.

5. Green Purchasing
• We adhere to a green purchasing campaign through the purchase of ingredients, manufacturing materials, and other 

necessary products, whenever appropriate. 

6. Green Life
• We deploy a clean-up and beautifi cation campaign in all areas surrounding our factory twice a year. In addition, we partici-

pate in the clean up activity at Hirose River once a year.
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Micro-Energy Division Lithium rechargeable batteries (HB, MS, TS) contain fl ammable organic 
solvents. For your safety, please follow the following precautions.

 • Pay attention to mat or sheet for ESD
Battery with tabs or battery on PCB may short-circuit on the 
mat for ESD. As a result the voltage of the cell is reduced.

 • Pay attention to soldering by tips
Do no touch the battery by solder chips, when soldering an-
other components after equipping battery.
Keep any high temperature process away from battery.

 • Pay attention to material of jig for pick and place
Use non-conductive material of jig for pick and place of batter-
ies, for short-circuit protect. If short-circuit of battery occurs, the 
voltage of battery drops down quickly but raises gradually.

 • Pay attention to washing and drying
Some detergent or high temperature drying may cause deterio-
rate of battery. If you need to wash batteries, consult us.

International Transportation and Disposal

International Air/Marine/Ground Transportation
Regarding the transport of Lithium battery, organizations like 
IATA, ICAO, IMO, DOT have determined transport regulations, 
based on the United Nations Regulations.
The SII Lithium rechargeable batteries can be transported be-
ing not subject to the provisions of dangerous goods, if they 
meet the following requirements.
(a) <Caution Label>  Lithium battery handling label (IATA Dan-
gerous Goods Regulations Figure 7.4.Ⅰ) must be put on each 
package.
(b) <Not Restricted Declaration>  Each shipment must be 
accompanied with a document indicating that the packages 
contain Lithium batteries, that the packages must be handled 
with care, and that special procedures should be followed in the 
event the package is damaged, and a telephone number for ad-
ditional information.

 

Do not jumble batteries

Example Example of insulation

Insulating tape

Short-circuiting

discharge discharge

Contacting between batteries cause 
short-circuiting such as above diagram.

 • Do not charge by higher current or higher volt-
age than specifi ed.
Doing so may generate gas inside the battery, resulting 
swelling, fi re, heat generation or bursting.

 • Do not heat, disassemble nor dispose of in fi re
Doing so damages the insulation materials and may 
cause fi re, heat generation, leakage or bursting.

 • Do not solder directly to the battery
If soldering is performed directly to the battery, the battery 
is heated up, consequently causing leakage, explosion or 
fi re due to overheating from internal short-circuit.

 • Do not short.
If the (+) and (-) come into contact with metal materials, 
short-circuit occurs. As a result, fire, heat generation, 
leakage or bursting may occur.

 • Keep batteries out of children’s reach.
If leaked liquid is ingested or a battery is swallowed, con-
sult a physician immediately.

 • Do not reverse placement of (+) and (-)
I f the (+)and(-) side of the battery is reverse inserted, it may 
cause a short-circuit or over discharge of the battery on some 
equipment and it may induce overheating, explosion or fi re.

 • Do not discharge by force
If the battery is discharged by direct connection to an ex-
ternal power supply etc., voltage of the battery will decline 
lower than 0 volts (electrical reversal) and will cause the 
battery case to expand, overheat, leak, explode or burn.

 • In case of leakage or a strange smell, keep away from 
fi re to prevent ignition of any leaked electrolyte.

 • In case of disposal, insulate between (+) and (-) 
of battery by an insulating material. 
Jumbling batteries or with other metal materials cause 
short-circuit. As a result, fi re, heat generation, leakage or 
bursting may occur.

 • If leaked liquid gets in the eyes, wash them with 
clean water and consult a physician immediately.

 • Do not use new and used batteries together. Do 
not use different types of batteries together.
It may cause fi re, heat generation, leakage or bursting.

 • If you connect two or more batteries in series or 
parallel, please consult us in advance. 
It may cause bursting or fi re due to unbalanced load or 
voltage. 

 • Do not use nor leave the batteries in direct sun-
light nor in high-temperature areas.
It may cause fi re, heat generation, leakage or bursting.

 • Do not apply strong pressure to the batteries nor 
handle roughly.
It may cause fi re, heat generation, leakage or bursting.

 • Avoid contact with water.
It may cause heat generation.

 • Keep batteries away from direct sunlight, high 
temperature and humidity.
It may cause heat generation or performance deteriora-
tion.

 For prevention of performance deterioration of battery

(c) <Weight Limit>  Except in the case of packed with equip-
ment, package may not exceed 2.5 kg gross mass.
(d) <Strong Packaging>  Batteries are separated so as to pre-
vent short-circuit and are packed in strong packaging.
(e) <Package Drop Test>  Each packages is capable of with-
standing a 1.2m drop test in any orientation without damage to 
batteries contained.
For further information, please consult with us.

Disposal
Recent environment protection concerns have increased glob-
ally and waste and recycling are regulated in the world.  The 
current regulations differ in each country, state and local mu-
nicipality.  Please consult local regulations and authorities for 
recommended disposal of batteries.  If you are in question of 
application or safety of our batteries, please consult your local 
authorities.

WARNING!

CAUTION!
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 • Do not heat, disassemble nor dispose of in fi re
 Doing so damages the insulation materials and may cause 
fi re, heat generation, leakage or bursting.

 • Do not short.
 If the (+) and (-) come into contact with metal materials, 

short-circuit occurs. As a result, fi re, heat generation, leak-
age or bursting may occur.

 • Keep batteries out of children’s reach.
If leaked liquid is ingested or a battery is swallowed, con-
sult a physician immediately.

 • Do not reverse placement of (+) and (-)
 • Do not solder directly to the battery
 • Do not use new and used batteries together. Do 

not use different types of batteries together.
 • Do not charge.
 • Do not use nor leave the batteries in direct sun-

light nor in high-temperature areas.
 • Keep batteries away from direct sunlight, high 

temperature and humidity.
 • Avoid letting battery contact water.

Micro-Energy Division capacitors (XH-HG) contain fl ammable organic solvents. For your safety, 
please follow the following precautions.

 • Do not charge by higher current or higher volt-
age than specifi ed.
Doing so may generate gas inside the capacitor, resulting 
in  swelling, fi re, heat generation or bursting.

 • Do not reverse placement of (+) and (-)
SII capacitors have polarity. If the (+) and (-) side of the 
capacitor is reverse inserted, it may cause short-circuit or 
over discharge of the capacitor on some equipment and it 
may induce overheating, explosion or fi re.

 • Do not solder directly to the capacitor
If soldering is performed directly to the capacitor, the ca-
pacitor will over heat and, consequently cause leakage, 
explosion or fire due to overheating from internal short-
circuit.

 • If leaked liquid gets in the eyes, wash them with 
clean water and consult a physician immediately.

 • Do not use nor leave the capacitors in direct 
sunlight nor in high-temperature areas.

 It may cause fi re, heat generation, leakage or bursting.
 • Do not use new and used capacitors together. 

Do not use different types of capacitors together.
 It may cause fi re, heat generation, leakage or bursting.

For using SII Silver Oxide batteries, please follow the following precautions.

WARNING!

WARNING!

CAUTION!

CAUTION!

 • Keep capacitors out of children’s reach.
If leaked liquid is ingested or a capacitor is swal-
lowed, consult a physician immediately.

 • Do not heat, disassemble nor dispose of in fi re
Doing so damages the insulation materials and may cause 
fi re, heat generation, leakage or bursting.

 • Do not discharge by force
If the capacitor is discharged by direct connection to an ex-
ternal power supply etc., voltage of the capacitor will decline 
lower than 0 volts (electrical reversal) and will cause the 
capacitor case to expand, overheat, leak, explode or burn.

 • In case of leakage or a strange smell, keep away 
from fi re to prevent ignition of any leaked electrolyte.

 • If you connect two or more capacitors in series 
or parallel, please consult us in advance. 

 It may cause bursting or fire due to unbalanced load or 
voltage. 

 • Keep capacitors away from direct sunlight, high 
temperature and humidity.

 It may cause heat generation or performance deterioration.

 • If leaked liquid, alkaline, get in the eyes, do not 
rub them, wash them with clean water and con-
sult a physician immediately.

 • If leaked liquid, alkaline, stick to clothing, for 
protecting from irritation, wash them with clean 
water immediately.

 • Make sure to insert batteries without having (+) and 
(-) come in contact with metal parts of equipment.

 • Read the equipment instruction manual and pre-
cautions carefully before using. Some usage or 
types of equipment do not suit the specifi cations 
or performance of these batteries.

 • Remove batteries from the equipment, if fi nished 
using. Do not leave batteries connecting with 
equipment after using.

 • In case of disposal, insulate between (+) and (-) 
of battery by an insulating material. 

IMPORTANT
1. The information herein is subject to change without notice.
2. Neither reproduction, duplication nor unauthorized use of this catalog in 

whole or part is allowed without the prior written approval of Seiko Instru-
ments Inc.

3. The colors of the products reproduced herein (“Products”) may be differ-
ent from the actual colors. Check colors on actual products before using 
the Products.

4. Circuits and respective application methods described herein are for ref-
erence only.  Seiko Instruments Inc. shall not be liable for any damages 
or losses resulting from any claim by third parties that any Products or ap-
plication methods described herein infringe any right intellectual property 

right. All intellectual property rights with respect to the Products belong 
exclusively to Seiko Instruments Inc.

 Seiko Instruments Inc. does not grant users of the Products any right or 
license to the Products hereunder.

5. When Products include Strategic Products (or Services) stipulated in the 
Foreign Exchange and Trade Control Law, they shall not be exported 
without permission of governmental authorities. 

6. The Products are designed for consumer equipment and cannot be used 
as part of any device or equipment which infl uences the human body or 
requires a signifi cantly high reliability, such as physical exercise equip-
ment, medical equipment, disaster prevention equipment, gas related 
equipment, vehicles, aircraft and equipment mounted on vehicles.
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Chip type Electric Double Layer CapacitorChip type Electric Double Layer CapacitorChip type Electric Double Layer Capacitor

CPH3225A / CP3225ACPH3225A / CP3225A

MC Y K

Coin-type lithium rechargeable batteries 
Capacitors(Coin-type, Chip-type)
Silver oxide batteries
Mercury-free silver oxide batteries

Samarium-cobalt (SmCo) magnets
Miniature precision springs
Metal diaphragms
etc.

Micro Battery

Maximum power
in a small body!

gnets

Most advanced
mounting technology

Super-small,
low current consumption

ICs for various power supplies
Memory ICs (E2PROMs)
Sensors (temperature, magnetism, etc.)
Mini-analog
Real-time clocks

Color TFT liquid crystal modules
Color/monochrome STN liquid crystal modules
STN liquid crystal panels
Backlight modules
Optical films for backlights

Ideal for various applications !

Cellular phone Game
Car electronics

Notebook PC

TV
Digital still camera

Best suited for
       microprocessors

Compact SMD tuning-fork quartz crystal unit
Quartz crystal unit for clocks
Quartz crystal unit for radio-controlled clocks

Quartz Crystal

LCD Device

Vivid and realistic

DIANET Rare Earth Magnet SPRON Special Metal

Material
Cleanroom-based (Class 10000) unified production
SMT/BGA/COB/COG mounting
Mountable onto PSBs and FPCs
Module/completed product assemblies

From module mounting
commission to OEM production

Compact

Energy saving

High accuracy

Low-voltage operation

High reliablility
Small, precision machining
and reflowable3.3V 3.2 × 2.5 × 0.9mm4.6μAh (3.3V-1.8V)

0.011F
0.025g160ΩCPH3225A

2.6V 3.2 × 2.5 × 0.9mm4.5μAh (2.6V-1.4V)
0.014F

0.025g80ΩCP3225A

WeightType Maximum Use
Voltage

Nominal Capacity
(Voltage Range)

Size
(L × W × H)

Internal Impedance
<Nominal>

CPH3225A/CP3225A is thinnest and 
smallest chip-type electric double layer 
capacitor.
The unique ceramic packaging with superior 
air-tightness is used.  As the result, it offers 
leakage resistance and humidity resistance.  
Also, by optimizing its materials, a 1 minute 
rapid charge stores approximately 90% of 
full capacity.
Its heat-resistant design allows for Pb-free 
reflowable SMT board attachment. 

Small and thin size

RoHS directive compliant 

Pb free reflowable: 260deg.C peak

WEEE not applicable

Rapid Charge

Long Cycle Life

FEATURES

Backup Power for various devices.

Super small size power supply.

Personal computer, IC card,

Game machine, Handy terminal, Video camera, 

various kinds of small appliance, etc.

APPLICATIONS

CHARACTERISTICS

SPECIFICATIONS
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Micro-Energy Division who manufactures the products described 

in this catalog holds the ISO 9001 quality management system 

certificate, and the ISO 14001 environmental management 

systems certificate.

Product Catalogue
Micro Battery

Asia

1-8, Nakase, Mihamaku, Chiba-shi, Chiba 261-8507, Japan
Telephone:+81-43-211-1735  Facsimile:+81-43-211-8034
Email:component@sii.co.jp

Micro-Energy Division

Printed with soy ink.

Printed on recycled paper No.CAB0911EJ0062-10CCopyright©2009-2010 Seiko Instruments Inc.  All Right Reserved.

Released in November 2009

Contact us

(Specifications are subject to change without notice.)

Asia

4-5/F, Wyler Centre 2, 200 Tai Lin Pai Rd.,
Kwai Chung, N.T., Kowloon, Hong Kong
Telephone:  +852-2421-8611  
Facsimile:  +852-2480-5479
E-mail:sales@sih.com.hk
http://www.sih.com.hk

Room 2902, 29th Floor, Shanghai Plaza,
138 Mid Huaihai Rd.,
Shanghai 200021, China
Telephone:  +8621-6375-6611  
Facsimile:  +8621-6375-6727

4th Floor, No.40, Sec.2, Min-Chuan E. Rd.,
Taipei 104, Taiwan
Telephone:  +886-2-2563-5001  
Facsimile:  +886-2-2521-9519
Email:public@sii.co.jp
http://www.sii.com.tw

Siemensstrasse 9
D-63263 Neu Isenburg, Germany
Telephone:  +49-6102-297-0  
Facsimile:  +49-6102-297-50100
Email:info@seiko-instruments.de
http://www.seiko-instruments.de

2990 Lomita Blvd.
Torrance, CA 90505, U.S.A.
Telephone:  +1-310-517-8124  
Facsimile:  +1-310-517-7792
Email:info@siu-la.com
http://www.sii-ic.com/en/

French Branch
107, Quai du Docteur Dervaux
F-92600 Asnieres-Sur-Seine, France
Telephone:  +33-1-46-88-08-30  
Facsimile:  +33-1-46-88-08-39
Email:info@seiko-instruments.fr
http://www.seiko-instruments.fr

11th Floor, Pacific Tower,
942-1, Daechi-dong, Gangnam-gu,
Seoul, 135-845 Korea
Telephone:  +82-2-565-8006  
Facsimile:  +82-2-565-8306
http://www.sii.co.kr
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www.sii-me.com


	Micro Battery Product Catalogue 2009-2010
	Chip type Electric Double Layer Capacitor CPH3225A/CP3225A
	CONTENTS
	Microbattery and Capacitor Lineup
	Microbattery and Capacitor Lineup-1
	Microbattery and Capacitor Lineup-2

	XH-HG Capacitor
	XH311HG/XH409HG/XH414HG-1
	XH311HG/XH409HG/XH414HG-2
	XH311HG/XH409HG/XH414HG-3
	XH311HG/XH409HG/XH414HG-4

	HB Lithium Rechargeable Battery
	HB414-1
	HB414-2

	MS Lithium Rechargeable Battery
	MS412FE/MS518SE/MS614SE/MS621FE/MS920SE-1
	MS412FE/MS518SE/MS614SE/MS621FE/MS920SE-2
	MS412FE/MS518SE/MS614SE/MS621FE/MS920SE-3
	MS412FE/MS518SE/MS614SE/MS621FE/MS920SE-4

	TS Lithium Rechargeable Battery
	TS518FE/TS621FE

	Microbattery and Capacitor Selection Check Sheet
	Silver Oxide Battery : SEIZAIKEN
	Silver Oxide Battery : SEIZAIKEN-1
	Silver Oxide Battery : SEIZAIKEN-2

	Environmental Activities
	Precautions for Your Safety-1
	Precautions for Your Safety-2
	SII Electronic Components for Any Requirements!
	Address



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Japan Color 2001 Coated)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /FRA <>
    /ITA <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /JPN <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks true
      /AddColorBars true
      /AddCropMarks true
      /AddPageInfo true
      /AddRegMarks true
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 0
      /MarksWeight 0.283460
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /JapaneseWithCircle
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed true
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


