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FOR BOARD-TO-CABLE CONNECTION

230R SERIES (CONFORMS TO SCSI)

■ MATERIALS

Item

Insulator

Conductor

Plating

Materials

Polyester (UL94V-0)

Copper alloy

Contact

Terminal

Gold plating

Palladium plating

■ FEATURES

• 1.27 mm × 2.54 mm (0.050 in. × 0.100 in.) pitch contact
arrangement enables high-density mounting.

• Cables and connectors are assembled by means of
discrete wire IDC.

• Terminals are spaced in a four-row staggered
arrangement (2.54 mm × 1.905 mm) (0.100 in. × 0.075
in.).

• Knife-fork two-point contacts are highly reliable.
• One-touch lock types and screw lock types are available

for fixing the board-side connector and the cable-side
connector.

• The following connectors conform to the SCSI
standards recommended by ANSI:

(1) Single-operation lock types
• 50-contact type:Conforms to the A-cable connectors

prescribed in SCSI-II and SCSI-III
• 68-contact type:Conforms to the B-cable connectors

prescribed in SCSI-II
(2) Screw lock types
• 68-contact type:Conforms to the P/Q-cable connectors

prescribed in SCSI-III
* SCSI: Small Computer System Interface

■ SPECIFICATIONS

Specifications

–55°C to +105°C

DC 1 A

AC 240 V

30 mΩ max. (DC 6 V, 0.1A)

1000 MΩ min. (DC 500 V)

AC 750 V for 1 minute

AWG #28 and #30 twisted-pair
cables with φ 0.5 to 0.88 mm (0.020
to 0.035 in.) sheath diameter.
(The applicable wires depend on
the number of contacts.  See the
descriptions of IDC plugs and metal
covers.)

Item

Operating temperature range

Current rating

Voltage rating

Contact resistance

Insulation resistance

Dielectric withstand voltage

Applicable wire (standard)
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FCN-237R**-G/* IDC TYPE, CABLE-PLUG
■ DIMENSIONS

Unit: mm (in.)

■ PART NUMBERS AND DIMENSIONS
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ACCESSORY (DUST CAP FOR SOCKET) (230R SERIES AND 240R SERIES)

Used to prevent dust from entering the contact section of a socket connector.

■ DIMENSIONS
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Material : Polypropylene
Color     : Sand beige

Unit: mm (in.)

■ PART NUMBERS AND DIMENSIONS
Number of
contacts

28
36
50
68

Part number

FCN-230C028-11
FCN-230C036-11
FCN-230C050-11
FCN-230C068-11

Dimensions: mm (in.)
A

35.7 (1.405)
40.8 (1.606)
49.7 (1.956)
61.1 (2.405)

B
30.1 (1.185)
35.2 (1.385)
44.1 (1.736)
55.5 (2.185)

■ APPLICATIONS

FCN-234D0 × × -G/C
FCN-244D0 × × -G/E
FCN-235D0 × × -G/C
FCN-245D0 × × -G/E

Dust cap
FCN-230C0 × × -11
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CABLE ASSEMBLY TOOLS

The following tools are needed to assemble FCN-230/230R/240/240R series connectors.

• Cable aligner (semiautomatic cable aligner or hand tool)
• IDC tool

1. Cable Aligner

Item

FCN-237J

FCN-237R

FCN-247J

FCN-247R

Body/Controller

FCN-M561-A/C

Bed

FCN-P560-2/A

FCN-P560-2/J

Adaptor

FCN-K560-A-xxx

FCN-K560-R-xxx

FCN-K560-K-xxx

FCN-K560-J-xxx

Semiautomatic cable aligner
Hand tool

FCN-237T-T062/H

FCN-247T-T061/H

2. Insulation Displacement Connection (IDC) tool

Item

FCN-237J

FCN-237R

FCN-237D

FCN-247J

FCN-247R

FCN-247D

Hand press

FCN-237T-T109/H

Head/Table

FCN-237T-T064/H

FCN-237T-T067/H

FCN-237T-T075/H

FCN-247T-T066/H

FCN-247T-T068/H

FCN-247T-T077/H

• Cable aligner • Insulation displacement connection (IDC) tool

xxx indicates the number of contacts.
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Stand

Applicator

Cover 1
Cover 2

Clamp section

Clamp lever
Wires

Cable key

Sinking comb
Applicator

Bed

Lock

Lever

Guide
Stopper

Handle

Semi-Automatic Tools
Cable Aligning Machine

Main Body (FCN-M551-120, FCN-M551-220)

Head (FCN-H550-1/A Stand (FCN-D550)

Applicator (FCN-A550-1/A-xxx) IDC Tool (FCN-237T-T109/H,
FCN-237T-T067/H locator)

1. Set the applicator on the stand.
Set covers 1 and 2 in the applicator.

2. Push the wire into the sinking
combs.

3. Set the applicator onto the
installation table and begin
cable alignment

4. Take the covers off the
applicator.

5. Put covers together and
pre-assemble them to
the connector body.

6. Conduct final aaembly as shown.

Semi-automatic-Medium Level
Body: :FCN-M551-120
Head Assembly: :FCN-H550
Applicator: :FCN-A550-1/A-***(***: 020, 028, 036, 050, 068, 080)
Stand: :FCN-D550
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FCN-230R SERIES SCSI II CABLE CONNECTORS
SOCKET: FCN-237R***-G/E, G/F (***: 020, 026, 028, 050, 068)
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