'JFA coNNECTOR J300 SERIES

- 3.81, 5.08mm pitch/Disconnectable Crimp style connectors(Wire-to-board/Wire-to-wire)

Specifications

 Current rating: 15A AC, DC (Single circuit/AWG #14)
* Voltage rating: 310, 340 series [3.81mm pitch] 250V AC, DC
320, 350 series, 360T [5.08mm pitch] 600V AC, DC
e Temperature range: —55°C to +105°C
(including temperature rise in applying
electrical current)
 Contact resistance: Initial value/5mQ max.
After environmental testing/10mQ max.
¢ Insulation resistance: 1,000MQ min.
 Withstanding voltage:
310, 340 series [3.81mm pitch] 1,500V AC/minute
320, 350 series, 360T [5.08mm pitch] 2,200V AC/minute
* Applicable wire: AWG #28 to #14 (0.08 to 2.0mm2)
* Applicable PC board thickness: 1.6 to 2.4mm

*Contact JST for details.
*RoHS compliant products are published.

Current rating Unit: A
Wire size (AWG)

#14 #16 #18 #20 #22 #24 #26 #28

1 15.0 14.0 11.5 9.5 8.0 6.5 5.75 4.75

13.5 13.5 1125 | 925 | 75 625 | 5.5 4.5

12.25 | 12.25 | 10.5 8.5 7.0 5.75 5.0 41

Circuits

Connectors for signal circuit or power
supply circuit, applicable to the factory
automation, heavy electric machinery, and
other industrial equipment in general.

. . . . 8:5 8:5 8.0 6.25 5.25 4.5 3.75 3.25
In spite of the various kinds of housings 0 1 85 | 85 | 80 | 625 | 5. : :
available, their contacts are designed to be 2 | 825| 825 | 7.75| 60 | 50 | 40 | 35 | 3.0
16 8.0 8.0 7.5 6.0 4.75 4.0 3.5 3.0
common. 20 80 | 80 | 725] 6.0 | 45 | 40 | 35 | 275

The applicable tooling can be standardized.
Standards

W\ Recognized E60389

e Double-spring construction
* Housing lances

» Secure locking method @ Certified LR20812
* Recognition mark 2L 50015641
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JFA CONNECTOR/J300 SERIES

List of J300 series products

3.81mm pitch / Voltage rating 250V AC, DC

Type

Wire-to-board

Wire-to-wire

Top entry type

Side entry type

Free hanging type

Panel mounting type

J310S
Single-row type

Circuits

3,4,5,6,8,10

J310D
Double-row type
[line pitch 5.08mm]

Circuits

6, 8,10,12,16, 20

6, 8,10,12,16, 20

J310M
Double-row module
type
[line pitch 7.62mm]

Circuits

J340F
Four-row type
[line pitch 5.08mm]

Circuits

12,20

Circuits
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JFA CONNECTOR/J300 SERIES

List of J300 series products

5.08mm pitch / Voltage rating 600V AC, DC

Wire-to-board Wire-to-wire

Type
Top entry type Side entry type Free hanging type Panel mounting type

J320S
Single-row type

2,3,4,5,6 2,3,4,5,6 1,2,8,4 1,2,3,4 Circuits

J350D
Double-row type
[line pitch 5.08mm]

Circuits

J320M
Double-row module
type
[line pitch 7.62mm]

6,10,12 6,8,10,12 6,12 6,12, 20 Circuits

J320T
Triple-row module
type
[line pitch 7.62mm]

9 Circuits
Double-row common type (J350DC) Triple-row common type (J360T)
Input

Output > Output J350DC

J360T
Common

l type
(line pitch 5.08mm) | — / (line pitch 6.5mm)
12 9,18, 24 Circuits
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JFA CONNECTOR/J300 SERIES

Receptacle contact

;
!

Model No. Applicable wire Insulation 0.D. Qty
N Strip contact Loose piece  |Nominal| mm? | AWG# (mm) reel |Boloospiee)
- 7H T e e SF3F-002 (*) -P2.0 | BF3F-002 (*) -P2.0 S |0.08~020 28 ~24 [ 0.8~ 1.4| 3,700 | 1,000
=l b SF3F-01 (*)-P2.0 | BF3F-01(*)-P2.0 M 020 ~050[ 24 ~20 | 1.2 ~2.6 | 3,700 | 1,000
17.9(18.4/2L) SF3F-41 (*)-P2.0 | LF3F-41(*)-P2.0 L |050~125/20 ~16 | 1.8 ~2.8 | 3,200 | 1,000
*SF3F-71 (*) -P2.0 | *BF3F-71 (*) -P2.0 2L [125~20| 16~ 14 | 2.4 ~3.4| 3,200 | 1,000
Material and Finish
17.9(18.4/2L)
(5.35.8/2L) ©.3) (?opper alloy (superior conductivity), nickel-underplated, selective gold-plated
tin-plated (reflow treatment)
(25302
RoHS compliance
JL ko Note: 1. Finish (*):GF...Nickel-undercoated, 0.38 um selective gold-platad
b Gl....Nickel-undercoated, 0.76 nm selective gold-platad
T.....Tin-plated B
2. *Marked products are not CSA/TUV approved.
Tab contact
Model No. Applicable wire Insulation O.D. Q'ty
T Strip contact Loose piece  |Nominal| mm? | AWGH# | (mm) reel [poflosepecd)
- - AlH} - [ ; Under planning Under planning S 0.08 ~0.20[ 28 ~24 |08 ~ 14| — —
SF3M-01 (*) -M2.0N | BF3M-01 (*) -M2.0N M [0.20~050( 24 ~20 | 1.2 ~2.6 | 3,500 | 1,000
SF3M-41 (*) -M2.0N | LF3M-41 (*) -M2.0N L [0.50~1.25 20~ 16 | 1.8 ~ 2.8 3,300 | 1,000
24.7(25.2/2L) *SF3M-71 () -M2.0N | *BF3M-71 () -M2.ON | 2L |125~20] 16~ 14 | 24~3.4] 3,200 | 1,000
24.7(25.2/2L) Material and Finish
(5.35.8/2L) Copper alloy (superior conductivity), nickel-underplated, selective gold-plated
(2.53.0/2L) (11.4) tin-plated (reflow treatment)

Crimping machine, Applicator

RoHS compliance
Note: 1. Finish (*):GF...Nickel-undercoated, 0.38 nm selective gold-platad
Gl....Nickel-undercoated, 0.76 nm selective gold-platad

T.....Tin-plated .

2. *Marked products are not CSA/TUV approved.

Strip contact  |Crimping| Crimp Di Crimp applicator | Hand crimp
Model No.  |machine| applicator £ with dies tools

SF3F-002 (*) -P2.0 MK/SF3F-002-20 APLMK SF3F/M002-20 | YRK-8821

SF3F-01 (*) -P2.0

SFaM-01 () -M2.0N MK/SF3F/M-01-20 | APLMK SF3F/M01-20 | YRK-8811
(SFAF-M1()-P20 |APKON | MKS-L |\ aear a0 | APLMK SF3F/MAT20 | YRK-8801

SF3M-41 (*) -M2.0N

SF3F-71 (*) -P2.0 APLMK SF3E/M
"SF3M-71 (*) -M2.0N | (%) -M2.0N MK/SF3F/M-71-20 3F/M71-20 | YRK-1071

Note: Finish (*): GF...Nickel-undercoated, 0.38 nm selective gold-platad
Gl....Nickel-undercoated, 0.76 um selective gold-platad

T.....Tin-plated

Recognition mark

Loose piece Hand crimp tools
BF3F-002 (*) -P2.0 YRF-882
BF3F-01 (*) -P2.0
BF3M-01 (*) -M2.0N YRF-881
LF3F-41 (*) -P2.0 YRF-880
LF3M-41 (*) -M2.0N
BF3F-71 (*) -P2.0 YRF-1070
BF3M-71 (*) -M2.0N YRF-1071

Note: Finish (*): GF...Nickel-undercoated, 0.38 :m selective gold-platad
Gl....Nickel-undercoated, 0.76 um selective gold-platad

T.....Tin-plated
e Extraction tool for J300 series: EJ-JFAJ3
* Refer to page 576, 577 for details of YRK series hand crimping tool
that uses a strip contact.

¢ Plating of the contact

Each contact has a marking on its side so that the type or

thickness of the plating is recognized.

ex. 2 ... gold-plated 0.38 um thickness
3 ... gold-plated 0.76 um thickness
5 ... tin-plated

* Common marking on the contact and its application tools

In order to avoid incorrect combination of the hand crimp tools or
extraction tools and the contacts, the series name (for example J-3) and
wire range mark (S, M, L, 2L) are shown on both the tools and the

contacts.

For example J-3 S..... AWG #28 ~ #24

M.... AWG #24 ~#20
AWG #20 ~ #16
2L...AWG #16 ~ #14

Wire range mark

Series name
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J300 SERIES/J310S

Receptacle housing

Circuits | Keying Model No. Dimensions (mm) Qty/ bag
A B C
3 X F31FSS-03V-KX 762 | 1670 | 26.62 200
Y F31FSS-03V-KY 762 | 1670 | 26.62 200
o 4 X F31FSS-04V-KX 11.43 | 2051 | 30.43 | 200
~ I Y F31FSS-04V-KY 1143 | 2051 | 3043 | 200
5 X F31FSS-05V-KX 1524 | 2432 | 3424 | 200
Y F31FSS-05V-KY 15.24 | 2432 | 3424 | 200
B 6 X F31FSS-06V-KX 19.05 | 28.13 | 38.05 200
Y F31FSS-06V-KY 19.05 | 28.13 | 38.05 200
8 X F31FSS-08V-KX 26.67 | 3575 | 45.67 100
- Y F31FSS-08V-KY 26,67 | 3575 | 45.67 100
Series name 9o 10 X F31FSS-10V-KX 3429 | 4337 | 53.29 100
X S Y F31FSS-10V-KY 3429 | 4337 | 5329 | 100
ﬂ tﬁsi ook U Material
‘ Glass-filled PBT, UL94V-0, black
Circuit No. C
‘ RoHS compliance

Tab housing (Free hanging type)

o Circuits | Keying Model No. AD|mens||<3)ns (mmzz Q'ty/ bag
X F31MSF-03V-KX 762 | 2162 | 2557 | 200
=== —— 8 Y F31MSF-03V-KY 762 | 2162 | 2557 | 200
x}m 7 [ ; § 4 -1 ,7{],7,7 E § X F31MSF-05V-KX 1524 | 2924 | 3319 | 200
= 5 Y F31MSF-05V-KY 1524 | 2924 | 3319 | 200
X F31MSF-08V-KX 26.67 | 40.67 | 44.62 | 100
L Keying No. 8 Y F31MSF-08V-KY 26.67 | 40.67 | 44.62 100
X F31MSF-10V-KX 3429 | 4829 | 5224 | 100
° B 10 v F3IMSF-10V-KY | a420 | 4829 | 5224 | 100
Material
of Glass-filled PBT, UL94V-0, black
ol <
g Series name RoHS compliance
Circuit No.
3,200

Tab housing (Panel mounting type)

. ) Dimensions (mm) Q
. Circuits|Keying Model No. A B C D E /b;yg
D 5 X F31MSP-03V-KX 7.62 | 21.62 | 22,60 | 31.00 | 40.00 | 200
Y F31MSP-03V-KY 7.62 | 21.62 | 22,60 | 31.00 | 40.00 | 200
W N B [ 5 X F31MSP-05V-KX | 15.24 | 29.24 | 30.20 | 38.00 | 47.00 | 200
o ;%%( HRHRH # o O,EE*’* Y F31MSP-05V-KY | 15.24 | 29.24 | 30.20 | 38.00 | 47.00 | 200
,,;&'5' 381‘ = o X F31MSP-08V-KX | 26.67 | 40.67 | 41.60 | 50.00 | 59.00 | 100
B Keying No. Y F31MSP-08V-KY | 26.67 | 40.67 | 41.60 | 50.00 | 59.00 | 100
X F31MSP-10V-KX | 34.29 | 48.29 | 49.20 | 58.00 | 67.00 | 100
g B 436201 0 7Y | F31MSP-10V-KY | 3429 | 48.29 | 49.20 | 58.00 | 67.00 | 100
| | Material
[ | 0
= H H ,,“,-l 77777 Glass-filled PBT, UL94V-0, black
© ) : e
3 u’s"’-: S‘erlels name g JF ﬁ? 79%,777} J ROHS compliance
1 J-310_, CircuitNo. = ~— -—-F— -~ —
B g&ﬂ:gcmr/ 4-R0.5(MAX)

PC board layout
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J300 SERIES/J310S

Header (Top entry type)

c Circuits | Keying Model No. ADlmens:ns (mmé Qlty / box
e " s X B03B-F31SK-GGXR 762 | 1397 | 2162 220
7% -EEEEE M— 3] T—-—- —% Y B03B-F31SK-GGYR 7.62 13.97 21.62 220
Keying No. == 2 g . X B04B-F31SK-GGXR 1143 | 17.78 | 2543 180
3.81 = Y B04B-F31SK-GGYR 1143 | 17.78 | 2543 180
A Series name X B05B-F31SK-GGXR 15.24 21.59 29.24 160
5 Y B05B-F31SK-GGYR 1524 | 2159 | 29.24 160
e X B06B-F31SK-GGXR 19.05 25.40 33.05 140
ciruitNo. | |+ IST/ | o 5 Y B06B-F31SK-GGYR | 19.05 | 2540 | 33.05 | 140
Loogsel by X BO8B-F31SK-GGXR | 2667 | 8302 | 4067 | 120
‘ TP 8 Y B08B-F31SK-GGYR 26.67 | 33.02 40.67 120
! X B10B-F31SK-GGXR 34.29 40.64 48.29 100
LB 10 Y B10B-F31SK-GGYR | 3429 | 40.64 | 4829 | 100
(3.175) p;

Material and Finish

Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
Housing: Glass-filled PBT, UL94V-0, black
Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated

1.1 %01

Copper foil land

2-43.0(MIN) ] RoHS compliance This product displays (@F)(‘A U)on a_labeI:
S B Note: 1. Contact JST for the headers supplied in magazine stick.

2. Contact JST for 0.76 um gold-plated product and tin-plated product.

e
1
iy

Through-hole

. +0.1
2-42.0 381 005 Connector outline

3.175 10.05

B 10.05

PC board layout
(viewed from component side)

Header (Side entry type)

o . Dimensions (mm) ’
A 81 Circuits | Keying Model No. A B C Q'ty / box
3 | 381 © 7.62 0.82 X S03B-F31SK-GGXR 7.62 | 1524 21.62 165
“| | : hid T 8 Y S03B-F31SK-GGYR 762 | 15.24 21.62 165
‘QQ ﬂ ﬂ ﬂ | g@ r—Lﬂ X S04B-F31SK-GGXR 11.43 19.05 25.43 135
e | 58 | ¢ Y | SO4B-F31SK-GGYR | 1143 | 1905 | 2543 | 135
Keying No. == bt X S05B-F31SK-GGXR 15.24 | 22.86 29.24 120
5 Y S05B-F31SK-GGYR 15.24 | 22.86 29.24 120
Series name 6 X S06B-F31SK-GGXR 19.05 | 26.67 33.05 105
Y S06B-F31SK-GGYR 19.05 | 26.67 33.05 105
7777777 X S08B-F31SK-GGXR 26.67 | 34.29 | 40.67 90
Circuit No. ‘r JST 1 5 8 Y S08B-F31SK-GGYR 26.67 | 3429 | 4067 90
\\LHJ:%‘Q”J o 1o X S10B-F31SK-GGXR 3429 | 4191 48.29 75
EREAREIPINEY Y S10B-F31SK-GGYR 3429 | 4191 48.29 75
c Material and Finish
Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
Connector outline Housing: Glass-filled PBT, UL94V-0, black
—— - Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated
I RoHS compliance This product displays (LF)(AU) on a label.
8 y Note: 1. Contact JST for the headers supplied in magazine stick.
*é *f@ 2. Contact JST for 0.76 um gold-plated product and tin-plated product.
by
[3Y)
g ‘3.81 +0.05
3.81 +0.05 '
Bio‘os
PC board layout
(viewed from component side)
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J300 SERIES/J310D

Receptacle housing

Line No. Circuits | Keying Model No. AD|menS|;>ns mmL Qty /bag
2 6 — F31FDS-06V-K 762 | 1670 | 2662 | 200
@ ’ [:]I:%j § 8 — F31FDS-08V-K 1143 | 2051 | 3043 | 100
- = - 10 — F31FDS-10V-K 1524 | 2432 | 3424 | 100
12 — F31FDS-12V-K 19.05 | 2813 | 3805 | 100
B 16 — F31FDS-16V-K 2667 | 3575 | 4567 | 100
20 — F31FDS-20V-K 3429 | 4337 | 5329 | 100
Material
) <
Seaname\# % © @ Glass-filled PBT, UL94V-0, black
o

M iy ' JW RoHS compliance
1112118114515
Circuit No. c

Tab housing (Free hanging type)

c circuits| Kevi Model N Dimensions (mm) aty b
ircuits | Keyin odel No. 'ty /ba
381 Line No. ving A B C Wy
\ 2 — 6 — F31MDF-06V-K 762 | 2162 | 2557 | 200
=" 9 o A o 8 — F31MDF-08V-K 1143 | 2543 | 29.38 100
il m‘ ETU & o s 10 — F31MDF-10V-K 1524 | 29.24 | 3319 | 100
alal | | 12 - F31MDF-12V-K 1905 | 3305 | 37.00 | 100
16 — F31MDF-16V-K 26.67 | 40.67 | 4462 100
LA | 20 — F31MDF-20V-K 3429 | 4829 | 5224 100
° B Material
0 [ [ Glass-filled PBT, UL94V-0, black
OWUH—HU RoHS compliance
<
©
3 Series name
Circuit No.
B2

Tab housing (Panel mounting type)

E Gircuits|Kevi Model N Dimensions (mm) Qb
ircuits|Keyin: odel No. 'ty /ba
D Line No. e A B c D E ke
I 2 — 6 — F31MDP-06V-K 7.62 | 21.62 | 22.60 | 31.00 | 40.00 | 200
I ;E’;W i 0 © vl o 8 — F31MDP-08V-K | 11.43 | 25.43 | 26.40 | 34.50 | 43.50 | 100
=7 </ T R o 3 10 — F31MDP-10V-K | 15.24 | 29.24 | 30.20 | 38.00 | 47.00 | 100
p° UHITI‘ = &
) = | | 12 — F31MDP-12V-K | 19.05 | 33.05 | 34.00 | 42.00 | 51.00 | 100
3.81 16 — F31MDP-16V-K | 26.67 | 40.67 | 41.60 | 50.00 | 59.00 | 100
LA | 20 — F31MDP-20V-K | 34.29 | 48.29 | 49.20 | 58.00 | 67.00 | 100
o B Material
0|
[ [ Glass-filled PBT, UL94V-0, black
[ |
9 H RoHS compliance
g Series name
] =
B2 4!
PN
g
NN _ I
oSO 4 1 e,
‘ ,5:1,1’,{ NG
Connector ?\,9
outline Qé‘
PC board layout '744 »
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J300 SERIES/J310D

Header (Top entry type)

L . Dimensions (mm)
Line No. Circuits | Keying Model No. A Qtty / box
¢} g‘ B C
0 6 — B06B-F31DK-GGR 7.62 13.97 21.62 132
%ﬁé& o 8 — B08B-F31DK-GGR | 11.43 | 17.78 | 2543 | 108
Eﬁg& 3 10 — B10B-F31DK-GGR 15.24 | 21.59 | 29.24 96
== ] 12 — B12B-F31DK-GGR 19.05 | 2540 | 33.05 84
881] | A 16 — B16B-F31DK-GGR | 2667 | 33.02 | 4067 72
Series name 20 — B20B-F31DK-GGR 34.29 | 40.64 | 48.29 60
Material and Finish
Circuit No. ;r ) ]gf y ! © Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
L _JB107 1 & Housing: Glass-filled PBT, UL94V-0, black
5111 1 Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated
|| b RoHS compliance This product displays (LF) (AU)on a label.
3.81 @ Note: 1. Contact JST for the headers supplied in magazine stick.
(3.175) 2. Contact JST for 0.76 um gold-plated product and tin-plated product.
1.1%01
£ |9
%8
L. L
Through-hole A o o E
2-¢2.0%01 Ll
-@‘Os \ Connector outline
3.175 =08
B +0.05
PC board layout
(viewed from component side)

Header (Side entry type)

A (3.81) Circuits | Kevi Model N Dimensions (mm) Qty/b
— ircuits | Keyin odel No. 0X
3 3.81 o 7.62 3.81 0.82 yne A B C
<’57 | | L 6 — S06B-F31DK-GGR 7.62 15.24 21.62 88
ap ﬂ[ gt FMJ 8 — S08B-F31DK-GGR | 1143 | 1905 | 2543 | 72
%%éé% | el o . 10 — S10B-F31DK-GGR | 1524 | 2286 | 29.24 64
}ﬁ?ﬁﬁ :{E ?)_3 ) 12 — S12B-F31DK-GGR 19.05 26.67 33.05 56
== 16 — S16B-F31DK-GGR 26.67 34.29 40.67 48
;8;.‘ Line No. 20 — S20B-F31DK-GGR 34.29 41.91 48.29 40
Series name Material and Finish
Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
T i ! Housing: Glass-filled PBT, UL94V-0, black
Circuit No. ! '!gor ! 5 Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated
————————— o
\ « RoHS compliance This product displays (LF) (AU)on a label.
5438 24! Note: 1. Contact JST for the headers supplied in magazine stick.
G 2. Contact JST for 0.76 xm gold-plated product and tin-plated product.

Connector outline

77777 Copper foil land
| | 2-44.0(MIN)
@ < Through-hole
| - +0.1
e Eseses | R
= b?:?f?,jp
I\ 1.1 +0.1
al | | |s8100s

3.81 +0.05
B +0.05

7.62 $0.05

3.81%0.05

PC board layout
(viewed from component side)

JST 457



J300 SERIES/J310M

Receptacle housing

(16.7)
<
Keying No. Clw
. _ [\
Series name T,X,X, ! } A
Trg!  sT!

28

Circuit No. 21.42)

(26.62)

Line No.
T T L.
~ LJZli[v} N
< & <
- EU -

Circuits Keying Model No. Q'ty / box
XX F31FMS-06V-KXX 100
6 YY F31FMS-06V-KYY 100
XY F31FMS-06V-KXY 100
Material
Glass-filled PBT, UL94V-0, black
RoHS compliance

Header (Top entry type)

21.62

Toee

NN
@

>

Keying No.

L

381 | |
7.62

Series name

Circuit No.

2]
=
21.6

Copper foil land
2-¢3.0(MIN)

Line No.

2-

Through-hole
2.0 +0.1

3.812005|
3.175%00

13.97 +0.05

PC board layout
(viewed from component side)

Circuits

Keying Model No. Q'ty / box
XX B06B-F31MK-GGXXR 132
6 YY B06B-F31MK-GGYYR 132
XY B06B-F31MK-GGXYR 132

Material and Finish

Tab contact: Copper alloy, nickel-undercoated, selective gold-plated

Housing: Glass-filled PBT, UL94V-0, black
Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated

RoHS compliance This product displays (LF)(AU) on a label.
Note: 1. Contact JST for the headers supplied in magazine stick.

2. Contact JST for 0.76 um gold-plated product and tin-plated product.

Header (Side entry type)

3.81 (3.81)
@ 7.62 3.81 0.82
(3]
| m i
3 = L
o == ey
™ o ~|© ?2 _
Keying No. i =8==88 ™=~ 8
Line No.
Series name
R
Circuit No. ;JS[ i
L 43100 5 Connector outline
ol [
\j, o N E ‘ 1 Copper foil land
- *E'g ' 1 2-¢4.0(MIN
21.62 N L@
i i Through-hole
9 L bbd | 2-¢3.0%01
©| 3.81%005 ‘ 1.1
o
3.81 +0.05
i 15.24°£005

PC board layout
(viewed from component side)

458 JST

Circuits

Keying Model No. Q'ty / box
XX S06B-F31MK-GGXXR 88
6 YY S06B-F31MK-GGYYR 88
XY S06B-F31MK-GGXYR 88

Material and Finish

Tab contact: Copper alloy, nickel-undercoated, selective gold-plated

Housing: Glass-filled PBT, UL94V-0, black
Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated

RoHS compliance This product displays (LF)(AU) on a label.
Note: 1. Contact JST for the headers supplied in magazine stick.

2. Contact JST for 0.76 um gold-plated product and tin-plated product.



J300 SERIES/J310OM

J310M series have mis-insertion preventive keying.
Available in 3 types — XX type, YY type and XY type.
(Headers viewed from the mating side are shown below.)

/ Key rib / Key rib / Key rib
Line A— x} @%'é {x Line A— >} == P Line A— x} = {x
il Indication il Indication il Indication
= of keying = of keying = of keying
Line B— x} === {x Line B— >} === P LineB— >} === P
0 n 0
XX Type YY Type XY Type

List of combinations

With the combination of the J310M headers and the J310M/J310S (3 circuits) receptacle housings,
the following modular combinations are possible.

Y Type
F31FSS-03V-KY

Double-row
6 circuits
(J310M)

XX Type
F31FMS-06V-KXX

YY Type
F31FMS-06V-KYY

XY Type
F31FMS-06V-KXY

m

Note: Packaging method is indicated in l. (R=Tray)

Y Type
B0O3B-F31SK-GGYN

Header
Receptacle housing
Top entry type Side entry type
Single-row | X Type Single-row | X Type Single-row | X Type
3 circuits 3 circuits 3 circuits
(J3108) | F3IFSS-03V-KX === \ (J310S) | BOSB-F3ISKGGXN | (j3q0g) | SO3B-FISK-GGXE

Y Type
S03B-F31SK-GGYN

Double-row
6 circuits
(J310M)

XX Type
BO6B-F31MK-GGXXE

YY Type
BOGB-F31MK-GGYYH

XY Type
BO6B-F31MK-GGXYN

Double-row
6 circuits
(J310M)

XX Type
S06B-F31MK-GGXXE

YY Type
S06B-F31MK-GGYYH

XY Type
S06B-F31MK-GGXYN
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J300 SERIES/J320S

Receptacle housing

« Single circuit Circuits | Keying Model No. ADlmens;) ns mm(): Qty /bag
X F32FSS-01V-KX — — — 200
! Y F32FSS-01V-KY - - — | 200
X F32FSS-02V-KX 508 | 14.16 | 24.08 200
2 Y F32FSS-02V-KY 5.08 | 14.16 | 24.08 200
X F32FSS-03V-KX 10.16 | 19.24 | 29.16 200
8 N F32FSS-03V-KY 10.16 | 19.24 | 29.16 200
X F32FSS-04V-KX 1524 | 2432 | 34.24 200
4 Y F32FSS-04V-KY 1524 | 2432 | 34.24 200
X F32FSS-05V-KX 20.32 | 29.40 | 39.32 200
5 Y F32FSS-05V-KY 20.32 | 29.40 | 39.32 200
X F32FSS-06V-KX 2540 | 34.48 | 44.40 100
6 Y F32FSS-06V-KY 2540 | 34.48 | 44.40 100

Material

Glass-filled PBT, UL94V-0, black
* 2 to 6 circuits

RoHS compliance

16.4

Series name

[DT T3 UST! H
XA o ora e
Gircuit No 1 120 13 4, (5,
— c

22.8

Tab housing (Free hanging type)

¢ Single circuit (]F= [ Circuits | Keyin Model No Dimensions (mm) Qty/ ba
L - I I s o : O I -
o ™ ] X F32MSF-01V-KX — — — 150
Y F32MSF-01V-KY — — — 150
5 X F32MSF-02V-KX 508 | 19.08 | 23.03 200
Y F32MSF-02V-KY 5.08 19.08 23.03 200
3 X F32MSF-03V-KX 10.16 | 24.16 | 28.11 200
Y F32MSF-03V-KY 1016 | 2416 | 28.11 200
. X F32MSF-04V-KX 1524 | 29.24 | 33.19 200
Y F32MSF-04V-KY 1524 | 2024 | 33.19 200

Material

Glass-filled PBT, UL94V-0, black

RoHS compliance
2 to 4 circuits

(o]
(7 r% el ] 2l s
dolelofl|l g [ i
5.08 . \
A Keying No.
B )|
l l
[ |
H RE
T 7| Series name 8
ST
L4320 7| Circuit No.
3 B4
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J300 SERIES/J320S

Tab housing (Panel mounting type)

. . . Dimensions (mm P
* Single circuit Circuits| Keying Model No. T BT o (D) - %;Vg’
; X F32MSP-01V-KX — | 11.60 | 12.60 | 21.00 | 28.60 | 150
Y F32MSP-01V-KY — | 11.60 | 12.60 | 21.00 | 28.60 | 150
o o o 5 X F32MSP-02V-KX 5.08 | 19.08 | 20.00 | 28.00 | 36.83 | 200
0l = :::' Y F32MSP-02V-KY 5.08 | 19.08 | 20.00 | 28.00 | 36.83 | 200
= —_— 3 X F32MSP-03V-KX | 10.16 | 24.16 | 25.00 | 33.00 | 41.91 | 200
Y F32MSP-03V-KY | 10.16 | 24.16 | 25.00 | 33.00 | 41.91 | 200
4 X F32MSP-04V-KX 15.24 | 29.24 | 30.00 | 38.00 | 46.99 200
D *005 Y F32MSP-04V-KY | 15.24 | 29.24 | 30.00 | 38.00 | 46.99 | 200
] C *0.05
- 7‘7 Material
E 1 N Glass-filled PBT, UL94V-0, black
) | O
) J RoHS compliance
Connector
outline
_Panel layout
* 2 to 4 circuits
E
D
= ——
ST T AL o g I ﬂ."E]
IR = 1A it i A < 5
o8 =
5.08 Keying No.
LA
B
wn
[ [ D10.05
C
[ I J
<+ H —_— B
© ﬁ j‘ Pan Wl
L D IR
| series name ||| JET iiii:iig,,J
Circuit No. Connector;
outline
Panel layout
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J300 SERIES/J320S

Header (Top entry type)

L . Dimensions (mm) Qty/
. Circuits | Keying Model No. A B C box
X B02B-F32SK-GGXR 5.08 11.43 | 19.08 240

S — Y B02B-F32SK-GGYR 5.08 11.43 19.08 240
f% E;H;%I f T % 3 X B03B-F32SK-GGXR 10.16 16.51 24.16 200
Keying No. 4 Y B03B-F32SK-GGYR 10.16 16.51 24.16 200
5.08 . X B04B-F32SK-GGXR 1524 | 2159 | 29.24 160
. Y B04B-F32SK-GGYR 15.24 21.59 29.24 160
Series name s X B05B-F32SK-GGXR | 2032 | 2667 | 3432 | 140
Y B05B-F32SK-GGYR 20.32 26.67 34.32 140
T N X B06B-F32SK-GGXR 25.40 31.75 39.40 120
ircuit No. I I © 6

Cirouit No b 7'!3:329’7 = Y BO6B-F32SK-GGYR | 2540 | 31.75 | 3940 | 120

5 4 3 2 4 Material and Finish

‘ @ Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
5.08 (°_°J- Housing: Glass-filled PBT, UL94V-0, black

Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated

RoHS compliance This product displays (LF)(AU) on a label.
Note: 1. Contact JST for the headers supplied in magazine stick.
2. Contact JST for 0.76 xm gold-plated product and tin-plated product.

Copper foil land 1.1 %01 é
2-43.0(MIN, ﬁ w
o o 7} N
y( —— 4 ;
Through-hole /| || |
2-¢2.0 %01 5.08 T0.05 Connector
3.175%0.05 outline
B +0.05

PC board layout
(viewed from component side)

Header (Side entry type)

. . Dimensions (mm) Qty/

A o8 Circuits | Keying Model No. A B C bo);(

3 5.08 - 762 0.82 ) X S02B-F32SK-GGXR 508 | 1270 | 19.08 | 180

L 7] o ! \ S02B-F32SK-GGYR 508 | 1270 | 19.08 180

L 11 R A X S03B-F32SK-GGXR | 10.16 | 17.78 | 2416 | 150

%;P[%Hsﬂ% 8 1 8 Y S03B-F32SK-GGYR 10.16 | 17.78 | 24.16 150

Keving No. j (o] ‘ |2 . X S04B-F32SK-GGXR 1524 | 2286 | 29.24 120
Y S04B-F32SK-GGYR 15.24 22.86 29.24 120

X S05B-F32SK-GGXR 2032 | 27.94 | 34.32 105

Series name 5 \% S05B-F32SK-GGYR 2032 | 27.94 | 34.32 105

6 X S06B-F32SK-GGXR 25.40 33.02 39.40 90

Cireuit No. ( JST j - Y S06B-F32SK-GGYR 2540 | 33.02 | 39.40 90

\\L ERRRECEEEEE By Material and Finish
S A S e L Tab contact: Copper alloy, nickel-undercoated, selective gold-plated

C Housing: Glass-filled PBT, UL94V-0, black
Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated

Connector outline RoHS compliance This product displays (LF)(AU) on a label.
Note: 1. Contact JST for the headers supplied in magazine stick.
2. Contact JST for 0.76 um gold-plated product and tin-plated product.

PC board layout
(viewed from component side)
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J300 SERIES/J320M

Receptacle housing

Circuits | Keying Model No. Dimensions (mm) Qty/bag
A B C
XX F32FMS-06V-KXX 10.16 | 19.24 | 29.16 100
Line No. 6 YY F32FMS-06V-KYY 10.16 | 19.24 | 29.16 100
XY F32FMS-06V-KXY 10.16 19.24 29.16 100
== XX F32FMS-10V-KXX | 2032 | 2940 | 39.32 | 100
s C = s 10 \24 F32FMS-10V-KYY 2032 | 29.40 | 39.32 100
= | XY F32FMS-10V-KXY 2032 | 2940 | 3932 | 100
XX F32FMS-12V-KXX 25.40 34.48 44.40 100
B 12 Yy F32FMS-12V-KYY 2540 | 34.48 | 44.40 100
XY F32FMS-12V-KXY 2540 | 34.48 | 44.40 100
< XX F32FMS-20V-KXX 45.72 54.80 64.72 | 96(box)
Series name b 20 Yy Under planning — — — —
XX } N XY Under planning
Dji 2 3 @ f@ﬂ E
Circuit No. c Material
‘ Glass-filled PBT, UL94V-0, black
RoHS compliance

Tab housing (Free hanging type)

o . Dimensions (mm) ’
c Line No. Circuits | Keying Model No. A B C Q'ty / bag
— — XX F32MDF-06V-KXX 10.16 | 24.16 | 28.11 100
x}%ﬁ% tHls o s I R 6 Yy F32MDF-06V-KYY 1016 | 24.16 | 28.11 100
il il E[ 23 e XY F32MDF-06V-KXY 10.16 | 24.16 | 28.11 100
o A s | W -
L — | XX F32MDF-12V-KXX 25.40 39.40 43.35 100
5.08 \ 12 YY F32MDF-12V-KYY 25.40 39.40 | 43.35 100
if* Keying No. XY F32MDF-12V-KXY 2540 | 39.40 | 43.35 100
B Material
o [ Glass-filled PBT, UL94V-0, black
0|
= “ﬂ—ﬂu RoHS compliance
2 Series name
(] [l 1
B R0

Tab housing (Panel mounting type)

Dimensions (mm)
E Circuits|Keyin Model No. Qlty/ba
D Line No. ying A B c D E |/
XX | F32MDP-06V-KXX | 10.16 | 24.16 | 25.00 | 33.00 | 41.91 | 100
L 1 —
[ == | — “ 7 6 | Yy | F32MDP-06V-KYY | 10.16 | 24.16 | 25.00 | 33.00 | 41.91 | 100
4 N ﬁ 8 5 b XY | F32MDP-06V-KXY | 10.16 | 24.16 | 25.00 | 33.00 | 41.91 | 100
2l i vt ner A I e
ﬁ%/ *}ml l S - | & xX | F32MDP-12V-KXX | 25.40 | 39.40 | 41.00 | 49.00 | 57.91 | 100
— ' — 12 | vy | F32MDP-12V-KYY | 25.40 | 39.40 | 41.00 | 49.00 | 57.91 | 100
5.08 A Keying No. XY | F32MDP-12V-KXY | 25.40 | 39.40 | 41.00 | 49.00 | 57.91 | 100
xX | F32MDP-20V-KXX | 4572 | 59.72 | 61.00 | 70.00 | 78.23 |40(box)
B 20 YY | Under planning — — — — — —
O'I [ [ XY Under planning — — — — — —
0|
=l ‘ | Material
|
g — Series name Glass-filled PBT, UL94V-0, black
|| Cireuit No. Digus RoHS compliance
B2 A ‘
-t B
=
[Te]
FC 1
@ S I |
~ D ! ) #3,
0%
I N
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J300 SERIES/J320M

Header (Top entry type)

Keying No. — =

PC board layout
(viewed from component side)

c Line No.
~
D
Tl | e
a5 g
G st NS ~
x} I - oo}
Series name
P |
Circuit No. L J8ST ©
Lo _J820° 1 -
Qf
504 3 2 4]
@
5.08 @
A (3.175)
f
N
©
N~
Through-hole /| | _ U
2,001 +0.05
|.5.087 Connector
3.175%005 outline
Bi0.0S

Dimensions (mm)

Circuits | Keying Model No. A B c Q'ty / box

XX B06B-F32MK-GGXXR | 10.16 | 16.51 24.16 120

6 YY B06B-F32MK-GGYYR | 10.16 | 16.51 24.16 120
XY B06B-F32MK-GGXYR | 10.16 | 16.51 24.16 120

XX B10B-F32MK-GGXXR | 20.32 | 2667 | 34.32 84

10 YY B10B-F32MK-GGYYR | 20.32 | 26.67 | 34.32 84
XY B10B-F32MK-GGXYR | 20.32 | 26.67 | 34.32 84

XX B12B-F32MK-GGXXR | 2540 | 31.75 | 39.40 72

12 YY B12B-F32MK-GGYYR | 2540 | 31.75 | 39.40 72
XY B12B-F32MK-GGXYR | 2540 | 31.75 | 39.40 72

Material and Finish

Tab contact: Copper alloy, nickel-undercoated, selective gold-plated

Housing: Glass-filled PBT, UL94V-0, black
Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated

RoHS compliance This product displays (LF)(AU) on a label.
Note: 1. Contact JST for the headers supplied in magazine stick.

2. Contact JST for 0.76 um gold-plated product and tin-plated product.

Header (Side entry type)

7621005

5.08 10.05

Connector outline

A (3.81)
5.08 0 7.62 5.08 0.82
(3]
I
Ll —
L PR
bl |l T ~| ©| 0 _
Keying No. 1 S{emeajeajes == 8
Line No.
Series name
R |
I I
Circuit No. N 93
~
o
\,5‘ ! 3 2ol
C

ﬂ% 3
=t o= o —0 +
3.81 i0.05jv:‘;
B +0.05

PC board layout
(viewed from component side)

464 JST

Dimensions (mm)

Circuits | Keying Model No. ry B c Q'ty / box

XX S06B-F32MK-GGXXR | 10.16 | 17.78 | 24.16 80

6 YY S06B-F32MK-GGYYR | 10.16 | 17.78 | 24.16 80
XY S06B-F32MK-GGXYR | 10.16 | 17.78 | 24.16 80

8 XY S08B-F32MK-GGXYR | 1524 | 22.86 | 29.24 64
XX S10B-F32MK-GGXXR | 20.32 | 27.94 | 34.32 56

10 YY S10B-F32MK-GGYYR | 20.32 | 27.94 | 34.32 56
XY S10B-F32MK-GGXYR | 20.32 | 27.94 | 34.32 56

XX S12B-F32MK-GGXXR 2540 | 33.02 39.40 48

12 YY S12B-F32MK-GGYYR | 2540 | 33.02 | 39.40 48
XY S12B-F32MK-GGXYR | 2540 | 33.02 | 39.40 48

Material and Finish

Tab contact: Copper alloy, nickel-undercoated, selective gold-plated

Housing: Glass-filled PBT, UL94V-0, black
Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated

RoHS compliance This product displays (LF)(AU) on a label.

Note: 1. Contact JST for the headers supplied in magazine stick.

2. Contact JST for 0.76 um gold-plated product and tin-plated product.



J300 SERIES/J320M

J320M series have mis-insertion preventive keying.
Available in 3 types — XX type, YY type and XY type.

(Headers viewed from the mating side are shown below.)

/ Key rib

Line A— x] @J‘L = {x
%/ Indication
= of keying
Line B— x] @J‘L@ = {x
XX Type

Line A—

LineB—

>} = éﬂju {>
>-} = é é {>
YY Type

/ Key rib

Indication
of keying

Key rib
Line A— x] @J‘L = {x
g Indication
= of keying
Line B— >] =H|=|( = {>
1
XY Type

List of combinations

With the combination of the J320M headers and the J320M/J320S receptacle housings,
the following modular combinations are possible.

Receptacle housing

Single-row
3, 5, 6 circuits Xtype
(J3208) F32FSS-HEV-KX

Z1| Y type

F32FSS-ERV-KY

Double-row

XXt
6101220 |2
circuits F32FMS-BRV-KXX
(J320M)

YY type
3 | F32FMS-HRV-KYY

XY type
F32FMS-ERV-KXY

t=l=l= 1

| ==l |
| =l=]= |

IEEE

\

| === |

=== |

Note: Number of circuits is indicated in Bl.
Packaging method is indicated in .

| =l=]= [}

Tab housing Header
Single-row | x type Single-row | x type
3 circuits —— 3,5, 6 circuits | ——
(J320S) Free hanging type | (J320S) Top entry type
F32MSF-HEV-KX BNNB-F32SK-GGXN
Panel mounting type Side entry type

F32MSP-RRV-KX

Y type

Free hanging type
F32MSF-BRV-KY
Panel mounting type

SHEB-F32SK-GGXN

Y type

Top entry type
BNEB-F32SK-GGYN
Side entry type

Panel mounting type | F32MSP-BEV-KY Side try type | SHEB-F325K-GGYH

Double-row | xx type Double-row | xx type

6,12,20 circuits | —— 6,10,12 circuits | —— —

(J320M) Free hanging type | (J320M) Top entry type
F32MDF-RRV-KXX BEEB-F32MK-GGXXE
Panel mounting type Side entry type

Panel mounting type

F32MDP-EEV-KXX

YY type

Free hanging type
F32MDF-REV-KYY
Panel mounting type
F32MDP-REV-KYY

XY type

Free hanging type
F32MDF-RRV-KXY
Panel mounting type
F32MDP-RRV-KXY

Side entry type

SHEB-F32MK-GGXXN

YY type

Top entry type
BENB-F32MK-GGYYR
Side entry type
SHEB-F32MK-GGYYN

XY type

Top entry type
BENB-F32MK-GGXYR
Side entry type
SHEB-F32MK-GGXYN
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J300 SERIES/J320T

Receptacle housing

Single-row type Circuits Keying Model No. Qty / bag
* 3 circuits 10.16 s X F32FSS-03V-KX 200
5.08 Y F32FSS-03V-KY 200
Material
Glass-filled PBT, UL94V-0, black
19.24
RoHS compliance
Keying No. ;
Series name
Circuit No.
Double-row type Circuits Keying Model No. Qty / bag
OB pire i
6 circuits XX F32FMS-06V-KXX 100
6 YY F32FMS-06V-KYY 100
XY F32FMS-06V-KXY 100
Material
Glass-filled PBT, UL94V-0, black
RoHS compliance
Keying No. g
Series name -
Circuit No.

Header (Side entry type)

5.08 ‘T (3.81) 62 5.08 082 Circuits Keying Model No. Q'ty / box
1 © i XXX S09B-F32TK-GGXAR 42
"FLQJ MQ m f 0 XXY S09B-F32TK-GGXBR 42
3 e - - -
| e . 5. XYX S09B-F32TK-GGXCR 22
] O E NE g . YYX S09B-F32TK-GGXDR 42
Bl P % N =
W%Hf@{ .~ 31 Material and Finish
Keying No. Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
Housing: Glass-filled PBT, UL94V-0, black
Series name Line No. Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated
R RoHS compliance This product displays (LF)(AU) on a label.
' JST/ Note: 1. Contact JST for tin-plated product.
%0 & 2. Not CSA/TUV approved
Circuit No. &
TG
24.16
Connector outline
g i o _1 Copper foil land
E 1 2-44.0(MIN)
3 \ o
NI

Q ! hrougbu twle
) 3.0

#rw D
RINSETH o

I 5 08 005
o 3.814005

17.78 1005

PC board layout
(viewed from component side)
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J300 SERIES/J320T

J320T series have mis-insertion preventive keying.
Available in 4 types — XXX type, XXY type, XYX type and YYX type.
(Headers viewed from the mating side are shown below.)

B
=
B

0 | [ L) ]| 8

Line A—Ji] jﬂtém [ Line A—|i] J“%HH [ Line A— ] UH@ [
Indication | . I = Indication | . o Indication | . _ ] LIl \Indication
of keying Line B 1 J“L%M [ >of keying Line B 1 HHM\% [>>of keying Line B 1 HHML [ >of keying
Line C— >J = %> Linecfg %Hg [ Line C— [
< = =
Key rib Key rib Key rib
XXY Type XYX Type YYX Type
List of combinations
With the combination of the J320T headers and the J320S/J320M receptacle housings,
the following modular combinations are possible.
Receptacle housing Side entry type Header
Single-row | X type Triple-row | XXX type
g — 9 circuits
2J gggtg;s F32FSS-03V-KX (J320T) S09B-F32TK-GGXAR

7 Y type

F32FSS-03V-KY XXY type.

S09B-F32TK-GGXBR

Yvvy

Double-row | XX type

6 circuits
(J320M) F32FMS-06V-KXX

XYX type

S09B-F32TK -GGXCR

YY type

7 | F32FMS-06V-KYY

YYX type

XY type S09B-F32TK-GGXDR

F32FMS-06V-KXY
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J300 SERIES/J340F

Receptacle housing

* 12 circuits
162, 16242'8 Circuits Keying Model No. Q'ty / bag
In 12 — F34FFC-12V-K 100
i 20 — F34FFC-20V-K 100
& - -
2 il BR=IP Material
— | o
L\‘ Glass-filled PBT, UL94V-0, black
.
RoHS compliance
Line No. Note: Not CSA/TUV approved.d
==
20 circuits
15.24 22.8
3.81 16.4
g -
[te] =
A
g I
[t} I I~
- (S =3 N
al 7|®
\
-
Line No.
] [
Header (Side entry type)
L X Dimensions (mm)
Circuits | Keying Model No. ry B Q'ty / box
12 — SC12B-F34FK-GGR 7.62 15.02 63
20 — SC20B-F34FK-GGR 15.24 22.64 42
A 3.81 - —
o 7.62 T_Tmsz Material and Finish
“) Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
| Housing: Glass-filled PBT, UL94V-0, black
i T = Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated
LVAL
g RoHS compliance This product displays (LF)(AU) on a label.
% 5] Note: 1. Contact JST for tin-plated product.
© G 2. Not CSA/TUV approved
Line No.
Series name
(;in: Connector outline
- 1 J-3407% _
Circuit No. g g [ ‘ Copper foil land
3 g 2-44.0(MIN
ol
S| S
311! =T g ‘ Through-hole
v ! -$3.0 01

B FrEeR)?
85

PC board layout
(viewed from component side)

3.81 +0.05
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J300 SERIES/J350D

Receptacle housing

* 2 circuits * 4 circuits Circuits Keying Model No. Qty / bag
22.8 22.8 .08
16.4 @ 2 — F35FDC-02V-K 200
9 4 — F35FDC-04V-K 200
—~ o —~ ©
g @ 3 o — F35FDC-06V-K 200
ol = o =
& p= 10 — F35FDC-10V-K 100
+ & \Line No. S 20 — F35FDC-20V-K 100
Material
Glass-filled PBT, UL94V-0, black
RoHS compliance
Note: Not CSA/TUV approved.
* 6 circuits * 10 circuits
22.8
16.4
—~ o = ®
g 3
Line No.
* 20 circuits
22.8
16.4 ©
<
wn
g2 =
3 Line No.

Tab housing (Panel mounting type)

Dimensions (mm) Qty/
ircuits| Keyin Model No.
Circuits| Keying odel No A B C D = b
Seri 12 | — F35MDP-12V-K | 52.00 | 43.00 | 32.48 | 25.40 | 33.40 | 41
eries name
Bi0.05 o
Circuit No. 2-43.6101 03 E".D Material
P
N ‘ S — 3 ‘—‘ Glass-filled PBT, UL94V-0, black
| | L & I .
© ‘ i Y b 43 RoHS compliance
3 - S N ] ~ Note: Not CSA/UL/TUV approved.

T T Connector outline 4-R0.5 (MAX)

w c
PC board layout
D
5.08 2-43.5
0| [—
Q|
w0

N
N
21.52
18.17

18.17

oe]
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J300 SERIES/J350D

Header (Top entry type)

\ Circuit No.

5.08

18.17

3.81

3.81 10.05

PC board layout
(viewed from component side)

Through-hole
2-¢2.0 %01 \% :
Connector A Jg_
outline 5.08%005 +‘:\o
o
A +0.05 8

N . Dimensions (mm)

Circuits| Keying Model No. A B Q'ty / box
12 — BC12B-F35DK-GGR 25.4 32.48 56
20 — BC20B-F35DK-GGR 45.72 52.8 32

Material and Finish

Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
Housing: Glass-filled PBT, UL94V-0, black

Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated

RoHS compliance This product displays (LF)(AU) on a label.
Note: 1. Contact JST for tin-plated product.
2. Not CSA/TUV approved

Header (Side entry type)

e 4 circuits

+0.05

2.54+0.05 ;—:JA -

ek -

|
! Connector
‘ outline

=

PC board layout
(viewed from component side)

JST =
! J-350 NG
N~
o
id 9! 8 7! 6 il

Circuit No.

¢ 12, 20 circuits

Connector outline

‘ "' Copper foil land
| 2-44.0MIN

D )| Through-hole
2-¢3.0%01
S e
UL\L 7}¢ .
5082005
A

5.08 $0.05 7.62%0.05

L—4>

PC board layout
(viewed from component side)

S—
— A | . 762508 0.82 Circuits| Keying Model No. et (m:) Qty / box
) 4 — SC04B-F35DK-GGR 5.08 12.16 152
12 — SC12B-F35DK-GGR 25.4 32.48 56
P 20 — SC20B-F35DK-GGR 45.72 52.8 32
[}

Material and Finish

Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
Housing: Glass-filled PBT, UL94V-0, black

Reinforcing metal fixture: Copper alloy, nickel-undercoated, selective gold-plated

470 JJST

RoHS compliance This product displays (LF)(AU) on a label.
Note: 1. Contact JST for tin-plated product.

2. Not CSA/TUV approved



+ Panel mounting type

AT

Output

¢ Direct mounting type

(Example of J360T) Input
Output Output
BRm
JST
{—‘ﬁ J-360 /

* Receptacle terminal of JFA J300 series can be
used.

e Between rows are commonly connected.
* Proposing rationalization of wiring.
e Mounting method of connector.

Specifications

e Current rating: 18A AC, DC (18 circuits/AWG #14)

* Voltage rating: 600V AC, DC

* Temperature range: —55°C to ~105°C
(including temperature rise in applying
electrical current)

*Contact JST for details.
*RoHS compliant products are published.

Circuit figure

J360T Connector

ffffffffffff

| | Output >

,,,,,,,,,,,,

|
|
|
|
|
1
|
! | Input |
|
|
|
|
|
|
|
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COMMON TYPE/J350DC

Receptacle housing

« 2 circuits o 4 circuits Circuits Keying Model No. Q'ty / bag
22.8 221% - 2 — F35FDC-02V-K 200
| 4 — F35FDC-04V-K 200
a8 a3 6 — F35FDC-06V-K 200
=S I 10 — F35FDC-10V-K 100
Line No. Material
Glass-filled PBT, UL94V-0, black
RoHS compliance
Note: Not CSA/TUV approved.
* 6 circuits * 10 circuits
22.8 22.8
16.4 16.4
3 Line No. 1 Line No.
Tab housing assembly
L X Dimensions (mm) Qty/
0 1 Circuits | Keying Model No. A B C D bor
7777777777777 < 12 — P12B-F35DK-GFAR | 57.0 | 446 | 3308 | 254 | 196
,,,,, J:350 ] 8 Material and Finish
18 £ # Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
c Housing: Glass-filled PBT, UL94V-0, black
A RoHS compliance This product displays (LF)(AU) on a label.
B Note: 1. Tightening torque of M3 screw varies depending on screw and material
i to be tighten as follows.
i Circuit No.
__ LineNo. Steel: 50cN » m max.
\ 1 Copper, aluminum and plastics: 30cN * m (reference target value)
@ o @ = = @ 2. Not CSA/TUV approved.
® o 8] 5 =8 e
— T 8
I 5.08
D
B 005
w% """ J‘_ """ % 2-44.6 101
OL ‘ !
JEEa | ay
= ! I
\
Connector outline /~—--—-- —‘r ----- J
Panel layout
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COMMON TYPE/J360T

Receptacle housing

228 Circuits Keying Model No. Q'ty / bag
. 16'4ﬁ 3 — F36FTC-03V-K 200
Material
2 9 Glass-filled PBT, UL94V-0, black
| ®
Y
RoHS compliance
—= Note: Not CSA/TUV approved.
Tab housing assembly
. L X Dimensions (mm) :
¢ Panel mounting type Circuits | Keying Model No. A B C Q'ty / box
A
B 30.0 9 — P09B-F36TK-GFR 35.0 26.1 17.8 364
18 — P18B-F36TK-GFR 50.2 41.3 33.1 224
] =1 Material and Finish
y ml =<
©
1 < MESHIESIEE : N o33 Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
00 N R R Housing: Glass-filled PBT, UL94V-0, black
5 | i 1 Ot
Jﬁ Jﬁ ,iﬂﬁg RoHS compliance
Note: 1. Tightening torque of M3 screw varies depending on screw and material
5.08 Circuit No. Line No. to be tighten as follows.
c 5005 Steel: 50cN ¢ m max.

Copper, aluminum and plastics: 30cN * m (reference target value)
2. Not CSA/TUV approved.

4.0 5.0

L |
Series name || | JST 0

271 103

Circuit No.

8 2! 4!
| |

|
T
Connector outline

Panel layout
i i Dimensions (mm
* Direct mounting type Circuits | Keying Model No. A 5 ( )c Qty / box
A 30.0 9 — P09B-F36TK-GFAR 35.0 26.1 17.8 364
B 40 18 — P18B-F36TK-GFAR 50.2 41.3 33.1 224
— - 24 — P24B-F36TK-GFANR 60.4 51.5 432 168
@@@ lql B Material and Finish
© .
/@; EJ&EH@ S 8| tim 3
0 e & Q Tab contact: Copper alloy, nickel-undercoated, selective gold-plated
¥ [l = Housing: Glass-filled PBT, UL94V-0, black
L Ing
Line N — RoHS compliance
5.08 Circuit No. ne 1o Note: 1. Tightening torque of M3 screw varies depending on screw and material

to be tighten as follows.

Circuit No. c B*0% Steel: 50cN * m max.
S Copper, aluminum and plastics: 30cN e m (reference target value)
I ‘ | 2. There is no cover of common tab side for 24 circuits.
} | I P24B-F36TK-GFANR
Series name [ ‘ N means no cover.
‘.’s r} J‘_Qf - “L h 7\6 3. The top and bottom for both the logo mark and the series name of 24
| J-360 | | ‘ | e}{? circuits reverse against display of 9 or 18 circuits.
I i | 5%, 4. Not CSA/TUV approved.
o 4, ____J
Connector
outline Panel layout
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JFA CONNECTOR/J300 SERIES

Model number identification

Receptacle contact Tab contact
SF3F-41GF-P20 SF3M-41GF-M2.0N
Form: S...Strip form, B...Loose piece
Form: S...Strip form, B...Loose piece L...Loose piece with curled barrels
L...Loose piece with curled barrels Series name
Series name Kind of terminal: M...Tab contact
Kind of terminal: F...Receptacle contact Applicable wire: 01...AWG #24 ~ #20, 41..AWG #20 ~ #16
Applicable wire: 002.. AWG #28 ~ #24, 01..AWG #24 ~ #20 71 AWG #16 ~ #14
41..AWG #20 ~ #16, 71...AWG #16 ~ #14 Surface finish: GF...NickeI—undercoated, 0.38um select?ve gold-plated
Surface finish: GF...Nickel-undercoated, 0.38 um selective gold-plated ?' '}'i'ﬁf‘;,';t‘é';dz{gﬁﬁdt}&znﬁjeﬂ)Se'ec“"e gold-plated
Gl...Nickel-undercoated, 0.76 um selective gold-plated | | | | | ——————— "%
T.....Tin-plated (Reflow treatment) Meterial: M...Copper alloy
Meterial: P...Copper alloy Terminal size
Terminal size Sequential identification
Receptacle housing Tab housing
F31FSS-03V-K F31MSF-03V -
Series name
Type of connector: F...Receptacle housing
Series name
Rows: S....Single-row Kind of terminal: M...Tab housing
D....Double-row with 5.08mm line pitch -
M...Double-row with 7.62mm line pitch Rows: S... Single-row, D... Double-row with 5.08mm line pitch
F....Quadruple-row with 5.08mm line pitch M...Double-row with 7.62mm line pitch
Configuration: S...Side locking, C...Center locking Configuration: F...Free hanging, P...Panel mounting
No. of circuits: 1 ~ 6, 8, 10, 12, 16, 20 No. of circuits: 1 ~ 6, 8, 10, 12, 16, 20
Flammability: V...UL94V-0 Flammability: V...UL94V-0
Color indication: K...Black, S...White, E...Blue Color indication: K...Black, S...White, E...Blue
Keying: X...X-Keying, Y...Y-Keying, XX...XX-Keying Keying: X...X-Keying, Y...Y-Keying, XX...XX-Keying )
YY...YY-Keying, XY..XY-Keying, Blank...Without Keying No. YY...YY-Keying, XY...XY-Keying, Blank...Without Keying No.
Header Receptacle assembly
03 JFAT - Y GF -
B 05B - F31 -GG
PC board mounting direction: No. of aircuits: 3 ~ 6
B...Top entry type Series name
S...Side entry type
BC...Top & center locking Mating type: SA...Normal type, SB...Reverse type
SC...Side & center locking Keving: X X-Keving. Y. Y-Kevi
eying: X...X-Keying, Y...Y-Keyin
No. of crcuits: 2 ~ 6, 8, 10, 12, 16, 20 e yme e
Product name: Header Surface finish: GF...Nickel-undercoated, 0.38 «m selective gold-plated
Series name Shape: ... T type
Rows: S....Single-row
D....Double-row with 5.08mm line pitch H
M... Double-row with 7.62mm line pitch Tab housmg assembly
T.... Triple-row with 7.62mm line pitch
F....Quadruple-row with 5.08mm ling pitch P 18B-F36TK - GF AR
Color indication: K...Black, S...White, E...Blue PC board mounting direction: Panel mounting tpr
Surface finish: GG...Nickel-undercoated, 0.38 um selective gold-plated No. of circuits « A bly: 9. 12, 18, 24
GK...Nickel-undercoated, 0.76 «m selective gold-plated 0. Of clroults - Rssemby: 5 12, 18,
T......Tin-plated (Reflow treatment) Series name: F36T...J360T, F35D...J350DC
Keying: X...X-Keying, Y...Y-Keying, XX...XX-Keying, YY...YY-Keying, Color indication: K...Black
XY...XY-Keying, XA..XXX-Keying, XB...XXY-Keying, - ) i
XCA..XYX—Keying, XD.“YYX—Keying, Blank...Without Keying No. Surface finish: GF...Nickel-undercoated, 0.38;lm selective gold-plated
: . ' : Configuration: A...Direct mounting type, AF...Direct mounting without housing cover type,
Packaging form: R...Tray, M...Magazine stick Blank...Panel mounting type
Packaging form: R...Tray

JST 477



J300 SERIES/J-PF3 PRESS FIT TYPE

e Press fit contact is adopted.
e Easy PC board layout
e Use the receptacle contact of J300 series

Header Top entry type (Press fit type)

12 S Circuits Keying Model No. Q'ty / box
0 (RSP U
o r f XX B10B-JPF3MK-GKXXR 96
; l [ 10 YY B10B-JPF3MK-GKYYR 96
f e o &*l XY B10B-JPF3MK-GKXYR 96
46.3 R —- < T Ak— YX B10B-JPF3MK-GKYXR 96
_ 4 |$2.3
I 1l .8, Material and Finish
i :] 3 8452 Post: Copper alloy, gold-plated
s AL i A R PC board layout $1%005 Housing: Thermoplastic resin
) $L_ Gl | (viewed from component side) Frtd| I ot
— — —I— = diameter | Copper fﬂ‘lgms Ro. HS comp liance
8 x 4=32 Note: 1. Contact JST for jig for press fit.

2. Not CSA/UL/TUV approved.

1 1 +0.025
Prepared hole size

Circuits Keying Model No. Q'ty / bag
XX JPF3FMS-10V-KXX 400
10 YY JPF3FMS-10V-KYY 400
XY JPF3FMS-10V-KXY 400
YX JPF3FMS-10V-KYX 400
47.2 Material
32
‘ -8 Housing: Thermoplastic resin
& -4 faad 1 ] o =5 0 RoHS compliance
f i f ht 154 & Note: Not CSA/UL/TUV approved.
batalalal =
T
52.4

Receptacle contact

Model No. Applicable wire Insulation 0.. Qty
=T Strip contact Loose piece  |Nominal| mm2? | AwG# | (mm) reel [Boloosepece)
T H ﬂ* T A— SF3F-002GF-P2.0 | BF3F-002GF-P2.0 S 0.08 ~0.20| 28 ~24 | 0.8 ~ 1.4 | 3,700 | 1,000
SF3F-01GF-P2.0 | BF3F-01GF-P2.0 M 0.20~050{ 24 ~20|1.2~26| 3,700 | 1,000
1 17.9(18.4/2L) ] SF3F-41GF-P2.0 | LF3F-41GF-P2.0 L |050~125/20~16|1.8~28| 3,200 | 1,000
*SF3F-71GF-P2.0 |*BF3F-71GF-P2.0 2L | 125~20 |16~ 14|24 ~3.4| 3,200 | 1,000
17.9(18.4/2L) Material and Finish
(5358/2L) (93) Copper alloy (superior conductivity), nickel-undercoated, selective gold-plated
(25 3.002L) ‘ tin-plated (reflow treatment)
~ RoHS compliance B
ik Note : *Marked products are not CSA/TUV approved.
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Note: Protector is not UL/CSA/TUV approved

When applying a current to the connector,
the protector prevents foreign substances
being inserted into mating part from the

wiring side.

However it has no function of holding the
wire securely.

J2000 Series

*J2100 series for 6 circuits

15.95

(26.35)

J21DF-06V-K()
J21DF-06V-K( )-L

Note: Keying No. is indicated in ().

*J2100 series for 8 circuits

15.95

(26.35)

J21DF-08V-K()
J21DF-08V-K()-L

Note: Keying No. is indicated in ().

No. Model No. Color
@ J21PF-06SCA Transparent
® J21PF-06SCB Transparent
Material
Polycarbonate
RoHS compliance
No. Model No. Colar
©) J21PF-08SCA Transparent
® J21PF-08SCB Transparent
Material
Polycarbonate

RoHS compliance

JST 503




JFA CONNECTOR/PROTECTOR

J2000 Series
*J2100 series for 10 circuits No. Model No. Color
(17.25) ©) J21PF-10SCA Transparent
16.6 10.8 ® J21PF-10SCB Transparent
Material
0 0
8 Polycarbonate
==l o o
(L T] g RoHS compliance
Hi N i~ J21DF-10V-K()-L
Note: Keying No. is indicated in ().
‘ 13.3 (12.85)
(15)
*J2100 series for 16 circuits No. Model No. Color
17.05 @ J21PF-16SCA Transparent
108 @ J21PF-16SCB Transparent
Material
Polycarbonate
3
& gl RoHS compliance
g
" J21DF-16V-K()-L
Note: Keying No. is
indicated in ().
‘ (12.85)
(15)
*J2100 series for 20 circuits No. Model No. Color
17.25 ©) J21PF-20SCA Transparent
29.1 10.8 ® J21PF-20SCB Transparent
Material
Polycarbonate
3
2 —
§ RoHS compliance
o
"_J21DF-20V-K()-L
Note: Keying No. is
indicated in ().
(25.8) (12.85)
(15)
#J2200 series for 10 circuits No. Model No. Color
(26.4) @ J22PF-10VK Black
21.54 (12.36) Material
mn //® Glass-filled PBT
0 P ‘ ‘ RoHS compliance
0 N ! :
ST 3 1 Hﬂ Note: Two protectors are used.
J-2200 5 {5 i‘
X
J22DF-10V-K()
Note: Keying No. is
indicated in ().
(17.8) (9.35)
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JFA CONNECTOR/PROTECTOR

J300 Series
*J310D series for 20 circuits No. Model No. Color
@ F31PFD-20VK Black
16.08 (50.3) ©) F31PFD-20SC Transparent
M Material
0=, Black: Glass-filled PBT
m § [\ﬁ AN Transparent: Polycarbonate
o ] -—
— 2 b - *L‘FL - é‘ RoHS compliance
< i 4 -—- Note: Two protectors of the same color are used.
- V
‘ (11.63) F31FDS-20V-K L wan
(53.29)
*J310D series / Embedding-type protector for 8, 10 circuits No. Model No. Color
@ F31PFS-10KU Black
Material
Glass-filled PBT
RoHS compliance
Note: This protector is cut and used for each number of circuits.
(43.37) (11.63)
*J340F series for 20 circuits No. Model No. Color
2508 .3 @ F34PFF-20VKA Black
: (32.3) F34PFF-20SCA Transparent
® F34PFF-20VKB Black
G&)’ f F34PFF-20SCB Transparent
= — = Material
JST o L WT =2
J-340 1N L _Ib | IR Black: Glass-filled PBT
@ [ ] ¢ i Transparent: Polycarbonate
FEEEEH o« = = -—_
K RoHS compliance
Note: Both 1 and 2 protectors in the same color are used.
F34FFC-20V-K
(19.84) 25.77
J4000 Series
*J4200S series for 2 circuits 5D No. Model No. Color
9.3
15.8 @ J42PF-02SCA Transparent
&)

J42PF-02SCB Transparent
’ i] /r—D‘—\ m 1 Material
- ‘ JH Polycarbonate
- RoHS compliance
M (Patent pending)

(10) When applying a current to the connector, the protector prevents foreign

13.9 substances being inserted into mating part from the wiring side.
However it has no function of holding the wire securely.

AR
L.

(32.6)
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