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G15 (DT type) G27 (DT type)

Standard Specifications

Model (Standard)

Model (Made to order)

Type
Model

Model

Indication precision

Material

Applicable model

Connecting thread
Indication

units

Case
Clear cover
Stud
R 1/16

G15 G27
DT type (Back side thread)

±5% F.S. (Full span)

0 to 1.0

0 to 1.0 0 to 10

0 to 1.0 0 to 10

MPa

R(PT) 1/8 Male, M5 Female thread

R(PT) 1/16 Male thread

Zinc die cast (Sun coat treated)

Zinc die cast (Sun coat treated)

Poly-carbonate

AC1000/AR1000/AW1000

ARM1000/2000

G15-10-01
G27-10-R1

G27-10-M5-X201

Gauge range

Model Connecting thread
Indication

units
Gauge range

kgf/cm2

MPa kgf/cm2

MPa

Dimensions

General Purpose Pressure Gauge

G15 (DT type)/G27 (DT type) O.D.:
ø15
ø26

R(PT) 1/8
PCaution on handling: Error may result if drain, oil, etc. gets into gauges.

G15-10-01
G27-10-R1
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MPa & kgf/cm2

AC

AV

AU

AF

AR

IR

VEX

AW

AMR

AWM

AWD

ITV

VBA

VE

VY

G

AL

Pressure Gauge Guide

G Series  2/22/99 11:58 AM  Page 3


