JFA coNNECTOR 12000 SERIES PROTECTOR

When applying a current to the connector, the
protector prevents foreign substances being

inserted into mating part from the wiring side.
However it has no function of holding the wire

securely.
Note: Protector is not approved by UL/CSA standards.
Standards

£ J50209682

* J2100 series for 6 circuits No. Model No. Color  |Qty/box
1 J21PF-06SCA Transparent | 2,250
2 J21PF-06SCB Transparent | 2,100
116 Material

/D Polycarbonate
:[rf_L ( RoHS compliance

J21DF-06V-K()
J21DF-06V-K()-L
Note:

() stands for keying No.

0 O
==t

15.95

(26.35)

* J2100 series for 8 circuits No. Model No. Color _ |Q'ty/box
1 J21PF-08SCA Transparent | 480
2 J21PF-08SCB Transparent| 270
Material

14.1

/D Polycarbonate
:[fg i RoHS compliance

15.95

(26.35)

J21DF-08V-K( )
J21DF-08V-K()-L
Note:

() stands for keying No.




JFA CONNECTOR J2000 SERIES PROTECTOR

* J2100 series for 10 circuits No. Model No. Color | Q'ty/box
1 J21PF-10VKA Black 390
1725 J21PF-10SCA Transparent| 390
(7.25) J21PF-10VKB Black 234
16.6 (10.8) 2
J21PF-10SCB Transparent| 234
Material
9 Black: Glass-filled PBT
8| & Transparent: Polycarbonate
@
& RoHS compliance

J21DF-10V-K()-L
Note:
() stands for keying No.

* J2100 series for 16 circuits No. Model No. Color |Q'ty/box
1 J21PF-16VKA Black 270
(17.25) J21PF-16SCA Transparent 270
7 J21PF-16VKB Black 162
24.1 (10.8) 2
J21PF-16SCB Transparent 162

Material
u Black: Glass-filled PBT
J-2100

0
Transparent: Polycarbonate
—1H

H:H i J21DF-16V-K()-L
Note:

() stands for keying No.

RoHS compliance

‘ 15.85

(26.35)

(20.8) (12.85)
(15)
* J2100 series for 20 circuits No. Model No. Color _ |Q'ty/box
1 J21PF-20VKA Black 210
(17.25) J21PF-20SCA Transparent 210
29.1 (10.8) 5 J21PF-20VKB Black 126
J21PF-20SCB Transparent| 126
Material
0 0 9 Black: Glass-filled PBT
= — 9| 4 Transparent: Polycarbonate
| [ @
& RoHS compliance
fH_Hf "~ J21DF-20V-K()-L
Note:
() stands for keying No.
(25.8) (12.85)
(15)

* J2200 series for 10 circuits No. Model No. Color _|Q’ty/box
1 J22PF-10VK Black 420
(26.4) Material
21.54 (12.36) Glass-filled PBT
RoHS compliance
Note: Two protectors are used.
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(17.8)

JST 2



