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126LV D9F/ 1 3 5.1
6121LV U5F1/ 2 3 5

0221LV

FH1/ 3 3 7
CV1/ 4 3 7
CF1/ 5 3 7

U5F1/ 6 3 7

0202LV
CV1/ 7 3 02
7UG1/ 8 3 02
FH1/ 9 3 02

0232LV
CV1/ 01 3 03
FH1/ 11 3 03
2F1/ 21 3 03

0332LV
CV1/ 31 3 05
FH1/ 41 3 05
3F1/ 51 3 05

2303LV
FUG1/ 61 3 001

2F1/ 71 3 001

TAB CONFIGURATIONS

Vanadium Pentoxide Lithium Rechargeable Batteries (VL Series):

Notes:
A) To ensure proper electrical contact, it is recommended that rechargeable coin cell batteries be used with tabs for PC

Board mounting. Please consult Panasonic before planning a design that will use bare coin cells without tabs (e.g. using
a holder).

B) Please contact Panasonic for requests on custom tab configurations.  Minimum order requirements may apply.
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DIMENSIONS / MM (INCH)
Model No. Dimensions/mm (inch)
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VL Series Tab Configurations
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DIMENSIONS / MM (INCH)  cont.
Model No. Dimensions/mm (inch)

VL2330/1VC
(50mAh)

Model No. Dimensions/mm (inch)
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